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ADDENDUM NO. 2 November 17, 2025  
 

 
The following items represent changes in the drawings and/or Project Manual, and Contractors shall be 
governed accordingly. 
 
 
RE:             New Fire Station No. 3                  
 University Parkway 
 Natchitoches, Louisiana 71457 
 
FROM: Stantec Architecture Inc. 
 1200 Brickyard Lane, Suite 400 
 Baton Rouge, Louisiana 70802    
  
TO: PROSPECTIVE BIDDERS   
 
 
This addendum forms a part of the Construction Documents and modifies the original Bidding Documents 
dated September 09, 2025, as noted below. Acknowledge receipt of this Addendum in the space provided 
on the Bid Form. Failure to do so may subject the bidder to disqualification. 
 
This Addendum consists of:  
 
Pages  AD-1 thru AD-2                                                                   (Architectural, Structural, Mechanical, 

Electrical, & Civil items) 
 
Pages 10400-1 thru 10400-3  (Architectural Specification) 
Pages 10420-1 thru 10420-2 
Pages 09660-1 thu 09660-3 
 
Drawing C300       (Civil Drawings) 
 
 
GENERAL ITEMS 
 
1. MC cable is permissible for use where concealed above ceiling or within walls. It shall be strictly 

prohibited within the Apparatus Bay and Storage Building. 
2. Clarification: All resilient base is to be 4” tall. 
3. Clarification: The only tile in project is Toilet room floor and base. Shower pans and surrounds are 

to be solid surface. 
4. Clarification: Insulation at all Roof is to be per specification section 07212. All other building 

insulation is to be per specification section 07210. 
5. Clarification: The terminology “By Owner” means that owner will furnish and install. 
6. LVT 01 thickness is to be 2.5 mil. 
7. Door 115 frame and transom to be aluminum storefront. 
8. All aluminum doors, door frames, and window frames finish to be “Dark Bronze” 
9. PEMB Framing Coordination: The architectural and structural plans show PEMB framing 

providing lateral stability to the CMU walls. The elevations and details show a vertical channel 
and wide flange on the flat providing this support. The PEMB vendor has the option to use c-girts 
or z-girts to provide lateral stability of the CMU wall at the top. The girts shall be sized and spaced 
by the PEMB vendor to provide L/600 deflection resistance. The girts along GL A.1 and GL A.6 
shall not extend below the Overhead Door locations. The girts along GL 6 and GL 8 shall not 
extend below EL. 11’-8”. Reference Architectural Sheets A301 and A333 for schematic wall girt 
locations. 
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10. Contractor shall provide Three (3) 1” C. and backbox with pull string for access controls by others 
at doors 101A, 115B, and 122. 

11. Clarification: Contractor is responsible for providing all CAT 6 cables, no faceplates, patch panels, 
etc are included in scope of work. 

12. Room 112 Fitness/Recreation flooring to be Resilient Athletic Flooring - Specification Section 
09660. 

 
PRIOR APPROVALS 
 

NOTE: Acceptance of a particular manufacturer does not excuse that particular manufacturer from  
meeting the plans and specifications. Compliance with the specification is the responsibility of the prior  
approved manufacturer. 
 
Specification Section Approved Manufacturer / Product 
08361 - Sectional Overhead Doors C.H.I. Doors 
  
  
  
  
  
  
 
 
 
CHANGES TO SPECIFICATIONS 
 
1. Add attached Section 10400 Panel Signage to Project Manual. 
2. Add attached Section 10420 Dedicatory Plaques to Project Manual. 
3. Add attached Section 09660 Resilient Athletic Flooring to Project Manual. 
 
CHANGES TO CIVIL 
 
1. Replace Drawing C300 with attached Drawings C300. 
 
                                                                 END OF ADDENDUM 
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SECTION 09660 
RESILIENT ATHLETIC FLOORING 

PART 1  GENERAL 
1.01 SECTION INCLUDES 

A. Rubber tile, adhesively installed. 
1.02 RELATED REQUIREMENTS 

A. Section 03300 - Cast-in-Place Concrete:  Restrictions on curing compounds for concrete  slabs 
and floors to receive adhesive-applied flooring. 

1.03 REFERENCE STANDARDS 
A. ASTM D2240 - Standard Test Method for Rubber Property--Durometer Hardness; 2015 

(Reapproved 2021). 
B. ASTM F1869 - Standard Test Method for Measuring Moisture Vapor Emission Rate of Concrete 

Subfloor Using Anhydrous Calcium Chloride; 2023. 
C. ASTM F2170 - Standard Test Method for Determining Relative Humidity in Concrete Floor 

Slabs Using in situ Probes; 2019a. 
D. ASTM F2772 - Standard Specification for Athletic Performance Properties of Indoor Sports 

Floor Systems; 2011 (Reapproved 2019). 
1.04 SUBMITTALS 

A. See Section 01300 - Administrative Requirements, for submittal procedures. 
B. Product Data:  Manufacturer's printed data sheets for products specified. 
C. Selection Samples:  Manufacturer's color charts for flooring materials specified and game line 

paints, indicating full range of colors and textures available. 
D. Verification Samples:  Actual flooring material specified, not less than 12 inch (305 mm) square, 

mounted on solid backing. 
E. Concrete Subfloor Test Report:  Submit a copy of the moisture and alkalinity (pH) test reports. 
F. Maintenance Materials:  Furnish the following for Owner's use in maintenance of project. 

1. See Section 01600 - Product Requirements, for additional provisions. 
1.05 QUALITY ASSURANCE 

A. Manufacturer Qualifications:  Company specializing in manufacturing products specified in this 
section, with at least _____ years of documented experience. 

B. Installer Qualifications:  Company specializing in performing work of the type specified and with 
at least three years of documented experience. 

C. Testing Agency Qualifications:  Independent firm specializing in performing testing and 
inspections of the type specified in this section. 

1.06 DELIVERY, STORAGE, AND HANDLING 
A. Deliver materials to project site in unopened containers clearly labeled with manufacturer's 

name and identification of contents. 
B. Store materials in dry and clean location until needed for installation. During installation, handle 

in a manner that will prevent marring and soiling of finished surfaces. 
1.07 FIELD CONDITIONS 

A. Maintain temperature in spaces to receive adhesively installed resilient flooring within range of 
70 to 95 degrees F (21 to 35 degrees C) for not less than 48 hours before the beginning of 
installation and for not less than 48 hours after installation has been completed. Subsequently, 
do not allow temperature in installed spaces to drop below 50 degrees F (10 degrees C) or to 
go above 100 degrees F (38 degrees C). 
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PART 2  PRODUCTS 
2.01 PREFORMED ATHLETIC FLOORING 

A. Manufacturers:  All products by the same manufacturer. 
1. Flexco 
2. Tarkett 
3. Ecore Athletic 

B. Rubber Tile Flooring:   Two-layer vulcanized rubber. 
1. Thickness:  Minimum 5/16 inch (8.0 mm). 
2. Tile Edge/Installation:  Straight, adhesive installation. 
3. Size, Straight Edge Tile:  Nominal _24_ inches by _24__ inches . 
4. Color:  As selected from manufacturer's standard range. 
5. Products: 

a. Flexco: Tuflex Force 
b. Tarkett: Dropzone Impact 
c. Ecore Athletic: Fit Collection 

2.02 ACCESSORIES 
A. Leveling Compound:  Latex-modified cement formulation as recommended by flooring 

manufacturer for substrate conditions. 
B. Flooring Adhesive:  Waterproof; types recommended by flooring manufacturer. 

PART 3  EXECUTION 
3.01 EXAMINATION 

A. Examine substrates for conditions detrimental to installation of athletic flooring. Proceed with 
installation only after unsatisfactory conditions have been corrected. 

B. Verify that surfaces are flat to tolerances acceptable to flooring manufacturer, free of cracks 
that might telegraph through flooring, clean, dry, and free of curing compounds, surface 
hardeners, and other chemicals that might interfere with bonding of athletic flooring to 
substrate. 

C. Cementitious Subfloor Surfaces:  Verify that substrates are ready for resilient flooring 
installation by testing for moisture and alkalinity (pH). 
1. Test as Follows: 

a. Alkalinity (pH):  ASTM F710. 
b. Internal Relative Humidity:  ASTM F2170. 
c. Moisture Vapor Emission:  ASTM F1869. 

2. Obtain instructions if test results are not within limits recommended by resilient flooring 
manufacturer and adhesive materials manufacturer. 

3.02 PREPARATION 
A. Concrete: Use leveling compound as necessary to achieve substrate flatness of plus or minus 

1/8 inch within 10 ft radius (1/1000). 
B. Remove coatings that are incompatible with flooring adhesives, using methods recommended 

by flooring manufacturer. 
C. Broom clean areas to receive athletic flooring immediately before beginning installation. 

3.03 INSTALLATION 
A. Starting installation constitutes acceptance of subfloor conditions. 
B. Install in accordance with manufacturer's written instructions. 
C. Rubber Tile Flooring: 

1. Lay out center lines in spaces to receive tile flooring, based on location of principal walls. 
Start tile installation from center, and adjust as necessary to avoid tiles less than one-half 
width at perimeter. 
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2. Lay tiles square with room axis, matching for color and pattern by selecting from cartons 
and mixing as recommended by manufacturer. 

3. Spread only enough adhesive to permit installation of materials before initial set. 
3.04 CLEANING 

A. Clean flooring using methods recommended by manufacturer. 
3.05 PROTECTION 

A. Protect finished athletic flooring from construction traffic to ensure that it is without damage 
upon Date of Substantial Completion. 

END OF SECTION 
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SECTION 10400  
PANEL SIGNAGE 

PART 1  GENERAL 
1.01 SECTION INCLUDES 

A. Panel signage. 
1.02 REFERENCE STANDARDS 

A. ADA Standards - 2010 ADA Standards for Accessible Design; 2010. 
B. ICC A117.1 - Accessible and Usable Buildings and Facilities; 2017. 

1.03 SUBMITTALS 
A. See Section 013000 - Administrative Requirements for submittal procedures. 
B. Product Data:  Manufacturer's product literature for each type of panel sign, indicating styles, 

font, foreground and background colors, locations, and overall dimensions of each sign. 
C. Shop Drawings: 

1. Include dimensions, locations, elevations, materials, text and graphic layout, attachment 
details, and schedules. 

2. Schedule:  Provide information sufficient to completely define each panel sign for 
fabrication, including room number, room name, other text to be applied, sign and letter 
sizes, fonts, and colors. 
a. When room numbers to appear on signs differ from those on drawings, include the 

drawing room number on schedule. 
b. When content of signs is indicated to be determined later, request such information 

from Owner through Architect at least 2 months prior to start of fabrication; upon 
request, submit preliminary schedule. 

c. Submit for approval by Owner through Architect prior to fabrication. 
D. Samples:  Submit two samples of each type of sign, of size similar to that required for project, 

indicating sign style, font, and method of attachment. 
E. Selection Samples:  Where colors, materials, and finishes are not specified, submit two sets of 

color selection charts or chips. 
F. Verification Samples:  Submit samples showing colors, materials, and finishes specified. 
G. Manufacturer's qualification statement. 

1.04 QUALITY ASSURANCE 
A. Manufacturer Qualifications:  Company specializing in manufacturing the products specified in 

this section with minimum three years of documented experience. 
1.05 DELIVERY, STORAGE, AND HANDLING 

A. Package signs as required to prevent damage before installation. 
B. Package room and door signs in sequential order of installation, labeled by floor or building. 

1.06 FIELD CONDITIONS 
A. Do not install tape adhesive when ambient temperature is lower than recommended by 

manufacturer. 
B. Maintain minimum ambient temperature during and after installation. 

PART 2  PRODUCTS 
2.01 MANUFACTURERS 

A. Panel Signage: 
1. Best Sign Systems, Inc; ____:  www.bestsigns.com/#sle. 
2. FASTSIGNS International, Inc; ____:  www.fastsigns.com/#sle. 
3. Inpro Corporation; ______:  www.inprocorp.com/#sle. 
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4. Mohawk Sign Systems, Inc; ____:  www.mohawksign.com/#sle. 
5. Seton Identification Products; ____:  www.seton.com/aec/#sle. 
6. Takeform:  www.takeform.net/#sle. 
7. Vista System LLC; ____:  www.vistasystem.com/#sle. 
8. Substitutions:  See Section 016000 - Product Requirements. 

2.02 REGULATORY REQUIREMENTS 
A. Accessibility Requirements:  Comply with ADA Standards and ICC A117.1 and applicable 

building codes, unless otherwise indicated; in the event of conflicting requirements, comply with 
the most restrictive requirements. 

2.03 PANEL SIGNAGE 
A. Panel Signage Type : 

1. Application:  Room and door signs. 
2. Description:  Flat signs with engraved panel media, tactile characters. 
3. Sign Size:  4 inches by 6 inches (100 mm by 152 mm). 
4. Total Thickness:  1/8 inch (3 mm). 
5. Color and Font, unless otherwise indicated: 

a. Character Font:  Helvetica, Arial, or other sans serif font. 
b. Character Case:  Upper and lower case (title case). 
c. Background Color:  As scheduled. 
d. Character Color:  Contrasting color. 

6. Material:  Laminated colored plastic engraved through face to expose core as background 
color. 

7. Profile:  Flat panel without frame. 
8. Tactile Letters:  Raised 1/32 inch minimum. 
9. Braille:  Grade II, ADA-compliant. 
10. One-Sided Wall Mounting:  Tape adhesive. 

2.04 SIGNAGE APPLICATIONS 
A. Room and Door Signs: 

1. Office Doors:  Identify with room names and numbers to be determined later, not those 
indicated on drawings. 

2. Conference and Meeting Rooms:  Identify with room names and numbers to be 
determined later, not those indicated on drawings. 

3. Service Rooms:  Identify with room names and numbers to be determined later, not those 
indicated on drawings. 

4. Rest Rooms:  Identify with pictograms, the names “UNISEX”, room numbers to be 
determined later, and braille.  

5. Exits:  Identify with text “EXIT”, and braille. 
6. Provide a minimum of one (1) sign for each door. 
7. Provide blank backup plate for any sign mounted to glass. 

 
PART 3  EXECUTION 
4.01 EXAMINATION 

A. Verify that substrate surfaces are ready to receive work. 
B. Notify Architect if conditions are not suitable for installation of signs; do not proceed until 

conditions are satisfactory. 
4.02 INSTALLATION 

A. Install in accordance with manufacturer's instructions. 
B. Install with horizontal edges level. 
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C. Locate panel signs and mount at heights indicated on drawings and in accordance with ADA 
Standards and ICC A117.1. 

D. Protect from damage until substantial completion; repair or replace damaged items. 
END OF SECTION 
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 SECTION  10420 
 DEDICATORY PLAQUES 
 
 
 
PART 1 - GENERAL 
 
1.01 WORK INCLUDED 
 

A. One Cast Bronze plaques - furnish & install 
 
1.02 RELATED WORK SPECIFIED ELSEWHERE 
 
 A. Shop Drawings and Submittals:  01300 
 

B. Materials and Equipment: 01600 
 
1.03 DRAWINGS AND SUPPLEMENTAL INFORMATION 
 
 A. Dedicatory plaque shall be located where directed by the Architect. 
    
 B. Architect will furnish layout, designs, lettering sizes and other information required to prepare shop 

drawings. 
 
1.04 STANDARDS 
 
 A. Materials and workmanship shall meet requirements and recommendations of applicable portions 

of standards listed: 
        1. American Society for Testing and Materials ASTM. 

2. National Association of Architectural Metal Manufacturers NAAMM. 
 
1.05 SUBMITTALS 
    
 A. Submit manufacturer's brochures marked to show letter design and size to Architect for verification 

prior to placing order for plaque. 
 
 B. Submit detail design drawings for Architect's review after receiving all information required to 

fabricate plaque.  Corrected drawings shall be basis for preparing plaque proof.  Indicate on Shop 
Drawings methods and hardware for attaching plaque. 

 
 C. Submit detailed, full sized proof (rubbing)  of plaque to Architect for review and approval prior to 

casting and delivering to Project Site. 
 
PART 2 - PRODUCTS 
  
2.01 MANUFACTURER 
 

A. The following are approved.  
 

1. A.R.K. - Ramos Foundry & Mfg. Co., Inc. 
 

2. Champion Ornamental Castings, Inc. 
   

3. Spanjer Brothers 
 

4. Metal Arts. 
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2.02 DEDICATORY PLAQUE 
 

A. Manufacturer: Any of those manufacturers listed above. 
 
 B. General Description:  Custom plaques fabricated to Owner's design.  See attached layout found 

at the end of this section. 
 

C. Plaque  
1. Base Metal: Cast Bronze 

 2. Finish: Polished letter and border faces; leatherette background dark statuary oxidized. 
  3. Size: 20"H x 36"W 
  4. Approximate Number of Letters or characters: See Layout (Provide for Architect and 

Contractor) Seal shall be provided as detailed and or specified herein. 
5. Border Design: Raised flat band , flat bevel or no border as selected by the Architect. 
6. Lettering Style: Type selected from approved manufacturer's standard by Architect. 

 
PART 3 - EXECUTION 
             
3.01 INSTALLING 
 
 A. Install device to face of interior building wall with theft-proof screws; set anchors according to 

manufacturer's recommendations.  Location and mounting height shall be as directed by Architect. 
 
 B. Surfaces of device shall be cleaned to remove all traces of dirt, grease or moisture. 
 

C. Locate as directed by Architect. 
 
 

 
 
 
 END OF SECTION 
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	09660-Resilient Athletic Flooring
	PART 1  GENERAL
	1.01 SECTION INCLUDES
	A. Rubber tile, adhesively installed.

	1.02 RELATED REQUIREMENTS
	A. Section 03300 - Cast-in-Place Concrete:  Restrictions on curing compounds for concrete  slabs and floors to receive adhesive-applied flooring.

	1.03 REFERENCE STANDARDS
	A. ASTM D2240 - Standard Test Method for Rubber Property--Durometer Hardness; 2015 (Reapproved 2021).
	B. ASTM F1869 - Standard Test Method for Measuring Moisture Vapor Emission Rate of Concrete Subfloor Using Anhydrous Calcium Chloride; 2023.
	C. ASTM F2170 - Standard Test Method for Determining Relative Humidity in Concrete Floor Slabs Using in situ Probes; 2019a.
	D. ASTM F2772 - Standard Specification for Athletic Performance Properties of Indoor Sports Floor Systems; 2011 (Reapproved 2019).

	1.04 SUBMITTALS
	A. See Section 01300 - Administrative Requirements, for submittal procedures.
	B. Product Data:  Manufacturer's printed data sheets for products specified.
	C. Selection Samples:  Manufacturer's color charts for flooring materials specified and game line paints, indicating full range of colors and textures available.
	D. Verification Samples:  Actual flooring material specified, not less than 12 inch (305 mm) square, mounted on solid backing.
	E. Concrete Subfloor Test Report:  Submit a copy of the moisture and alkalinity (pH) test reports.
	F. Maintenance Materials:  Furnish the following for Owner's use in maintenance of project.
	1. See Section 01600 - Product Requirements, for additional provisions.


	1.05 QUALITY ASSURANCE
	A. Manufacturer Qualifications:  Company specializing in manufacturing products specified in this section, with at least ​_____​ years of​ documented​ experience.
	B. Installer Qualifications:  Company specializing in performing work of the type specified and with at least three years of documented experience.
	C. Testing Agency Qualifications:  Independent firm specializing in performing testing and inspections of the type specified in this section.

	1.06 DELIVERY, STORAGE, AND HANDLING
	A. Deliver materials to project site in unopened containers clearly labeled with manufacturer's name and identification of contents.
	B. Store materials in dry and clean location until needed for installation. During installation, handle in a manner that will prevent marring and soiling of finished surfaces.

	1.07 FIELD CONDITIONS
	A. Maintain temperature in spaces to receive adhesively installed resilient flooring within range of 70 to 95 degrees F (21 to 35 degrees C) for not less than 48 hours before the beginning of installation and for not less than 48 hours after installat...


	PART 2  PRODUCTS
	2.01 PREFORMED ATHLETIC FLOORING
	A. Manufacturers:  All products by the same manufacturer.
	1. Flexco
	2. Tarkett
	3. Ecore Athletic

	B. Rubber Tile Flooring:   Two-layer vulcanized rubber.
	1. Thickness:  Minimum ​5/16 inch (8.0 mm)​.
	2. Tile Edge/Installation:  ​Straight, adhesive installation​.
	3. Size, Straight Edge Tile:  Nominal ​_24_ inches by _24__ inches ​.
	4. Color:  As selected from manufacturer's standard range.
	5. Products:
	a. Flexco: Tuflex Force
	b. Tarkett: Dropzone Impact
	c. Ecore Athletic: Fit Collection



	2.02 ACCESSORIES
	A. Leveling Compound:  Latex-modified cement formulation as recommended by flooring manufacturer for substrate conditions.
	B. Flooring Adhesive:  Waterproof; types recommended by flooring manufacturer.


	PART 3  EXECUTION
	3.01 EXAMINATION
	A. Examine substrates for conditions detrimental to installation of athletic flooring. Proceed with installation only after unsatisfactory conditions have been corrected.
	B. Verify that surfaces are flat to tolerances acceptable to flooring manufacturer, free of cracks that might telegraph through flooring, clean, dry, and free of curing compounds, surface hardeners, and other chemicals that might interfere with bondin...
	C. Cementitious Subfloor Surfaces:  Verify that substrates are ready for resilient flooring installation by testing for moisture and alkalinity (pH).
	1. Test as Follows:
	a. Alkalinity (pH):  ASTM F710.
	b. Internal Relative Humidity:  ASTM F2170.
	c. Moisture Vapor Emission:  ASTM F1869.

	2. Obtain instructions if test results are not within limits recommended by resilient flooring manufacturer and adhesive materials manufacturer.


	3.02 PREPARATION
	A. Concrete: Use leveling compound as necessary to achieve substrate flatness of plus or minus 1/8 inch within 10 ft radius (1/1000).
	B. Remove coatings that are incompatible with flooring adhesives, using methods recommended by flooring manufacturer.
	C. Broom clean areas to receive athletic flooring immediately before beginning installation.

	3.03 INSTALLATION
	A. Starting installation constitutes acceptance of subfloor conditions.
	B. Install in accordance with manufacturer's written instructions.
	C. Rubber Tile Flooring:
	1. Lay out center lines in spaces to receive tile flooring, based on location of principal walls. Start tile installation from center, and adjust as necessary to avoid tiles less than one-half width at perimeter.
	2. Lay tiles square with room axis, matching for color and pattern by selecting from cartons and mixing as recommended by manufacturer.
	3. Spread only enough adhesive to permit installation of materials before initial set.


	3.04 CLEANING
	A. Clean flooring using methods recommended by manufacturer.

	3.05 PROTECTION
	A. Protect finished athletic flooring from construction traffic to ensure that it is without damage upon Date of Substantial Completion.



	10400-Panel Signage
	Part 1  General
	1.01 Section Includes
	A. Panel signage.

	1.02 Reference Standards
	A. ADA Standards - 2010 ADA Standards for Accessible Design; 2010.
	B. ICC A117.1 - Accessible and Usable Buildings and Facilities; 2017.

	1.03 Submittals
	A. See Section 013000 - Administrative Requirements for submittal procedures.
	B. Product Data:  Manufacturer's product literature for each type of panel sign, indicating styles, font, foreground and background colors, locations, and overall dimensions of each sign.
	C. Shop Drawings:
	1. Include dimensions, locations, elevations, materials, text and graphic layout, attachment details, and schedules.
	2. Schedule:  Provide information sufficient to completely define each panel sign for fabrication, including room number, room name, other text to be applied, sign and letter sizes, fonts, and colors.
	a. When room numbers to appear on signs differ from those on drawings, include the drawing room number on schedule.
	b. When content of signs is indicated to be determined later, request such information from Owner through Architect at least 2 months prior to start of fabrication; upon request, submit preliminary schedule.
	c. Submit for approval by Owner through Architect prior to fabrication.


	D. Samples:  Submit two samples of each type of sign, of size similar to that required for project, indicating sign style, font, and method of attachment.
	E. Selection Samples:  Where colors, materials, and finishes are not specified, submit two sets of color selection charts or chips.
	F. Verification Samples:  Submit samples showing colors, materials, and finishes specified.
	G. Manufacturer's qualification statement.

	1.04 Quality Assurance
	A. Manufacturer Qualifications:  Company specializing in manufacturing the products specified in this section with minimum three years of documented experience.

	1.05 Delivery, Storage, and Handling
	A. Package signs as required to prevent damage before installation.
	B. Package room and door signs in sequential order of installation, labeled by floor or building.

	1.06 Field Conditions
	A. Do not install tape adhesive when ambient temperature is lower than recommended by manufacturer.
	B. Maintain minimum ambient temperature during and after installation.


	Part 2  Products
	2.01 Manufacturers
	A. Panel Signage:
	1. Best Sign Systems, Inc; ____:  www.bestsigns.com/#sle.
	2. FASTSIGNS International, Inc; ____:  www.fastsigns.com/#sle.
	3. Inpro Corporation; ______:  www.inprocorp.com/#sle.
	4. Mohawk Sign Systems, Inc; ____:  www.mohawksign.com/#sle.
	5. Seton Identification Products; ____:  www.seton.com/aec/#sle.
	6. Takeform:  www.takeform.net/#sle.
	7. Vista System LLC; ____:  www.vistasystem.com/#sle.
	8. Substitutions:  See Section 016000 - Product Requirements.


	2.02 Regulatory Requirements
	A. Accessibility Requirements:  Comply with ADA Standards and ICC A117.1 and applicable building codes, unless otherwise indicated; in the event of conflicting requirements, comply with the most restrictive requirements.

	2.03 Panel Signage
	A. Panel Signage Type :
	1. Application:  Room and door signs.
	2. Description:  Flat signs with engraved panel media, tactile characters.
	3. Sign Size:  4 inches by 6 inches (100 mm by 152 mm).
	4. Total Thickness:  1/8 inch (3 mm).
	5. Color and Font, unless otherwise indicated:
	a. Character Font:  Helvetica, Arial, or other sans serif font.
	b. Character Case:  Upper and lower case (title case).
	c. Background Color:  As scheduled.
	d. Character Color:  Contrasting color.

	6. Material:  Laminated colored plastic engraved through face to expose core as background color.
	7. Profile:  Flat panel ​without​ frame.
	8. Tactile Letters:  Raised 1/32 inch minimum.
	9. Braille:  Grade II, ADA-compliant.
	10. One-Sided Wall Mounting:  ​Tape adhesive​.


	2.04 SIGNAGE APPLICATIONS
	A. Room and Door Signs:
	1. Office Doors:  Identify with room names and numbers to be determined later, not those indicated on drawings.
	2. Conference and Meeting Rooms:  Identify with room names and numbers to be determined later, not those indicated on drawings.
	3. Service Rooms:  Identify with room names and numbers to be determined later, not those indicated on drawings.
	4. Rest Rooms:  Identify with pictograms, the names “UNISEX”, room numbers to be determined later, and braille.
	5. Exits:  Identify with text “EXIT”, and braille.
	6. Provide a minimum of one (1) sign for each door.
	7. Provide blank backup plate for any sign mounted to glass.



	Part 3  Execution
	4.01 Examination
	A. Verify that substrate surfaces are ready to receive work.
	B. Notify Architect if conditions are not suitable for installation of signs; do not proceed until conditions are satisfactory.

	4.02 Installation
	A. Install in accordance with manufacturer's instructions.
	B. Install with horizontal edges level.
	C. Locate panel signs and mount at heights indicated on drawings and in accordance with ADA Standards and ICC A117.1.
	D. Protect from damage until substantial completion; repair or replace damaged items.
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