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GENERAL CONTRACTORGC. OR G.C.

NOTE: ABBREVIATIONS MAY HAVE PERIOD OR MAY NOT.  ALSO SEE SPECIFICATIONS.  ASK ARCHITECT ABOUT ANY
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REFERENCE
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THE FOLLOWING ABBREVIATIONS ARE USED THROUGHOUT THE PLANS & SPECIFICATIONS AND SHALL BE DEFINED AS FOLLOWS:

ABBREVIATIONS

AFF.
ABBREV.

ACOUS.
A/C 

ADA

ABOVE FINISH FLOOR
AIR CONDITIONING

AMERICAN DISABILITIES ACT

ABBREVIATE(D)

ACOUSTIC(AL)

MATERIAL

MAXIMUM
MATERIAL

METAL BUILDING MANUFACTURE 

MECH. ELECTRICAL, PLUMBING
MECHANICAL

MAT'L.

MECH.

MAX.

MBM.

MEP.

MAT.

P.L. PROPERTY LINE

AHJ. AUTHORITY HAVING JURISDICTION 

FD FIRE DAMPER 

FR FIRE RATED 

ABBREVIATIONS WHICH ARE NOT STANDARD IN THE INDUSTRY OR WHICH YOU QUESTION, PRIOR TO BID.
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T1.1             TITLE SHEET

A1.1            OVERALL FLOOR PLANS - INDICATING PROJECT SCOPE

A1.2 DOOR SCH.,ENLARGED DEMO PLANS,ENLARGED

                  FLOOR PLANS, NOTES, AND SCHEDULES

A1.3 MOUNTING DIMENSIONS, INT. RESTROOM ELEV.,

                  AND MISC. DETAILS

MEP1.1        MECHANICAL, PLUMBING, & ELECTRICAL PLAN

OUACHITA PARISH POLICE JURY

FOR THE OUACHITA PARISH POLICE JURY

OUACHITA PARISH COURTHOUSE ANNEX

RESTROOM ALTERATIONS

OPCH ANNEX-400 ST. JOHN STREET MONROE, LA 71201 

OUACHITA
PARISH

COURTHOUSE THIS PROJECT
OUACHITA
PARISH

COURTHOUSE
ANNEX

1. The intent of these drawings and specifications is to include all labor, materials, and services necessary for completion

of all work shown, prescribed, or Reasonably implied but not limited to that explicitly indicated in the contract documents.

2. All work shall conform to all applicable building codes, ordinances, and regulations as adopted by local

authorities having jurisdiction.

3. The contractor shall review all plans and drawings prior to bids. In the event of conflicting statements, insufficient information,

or errors, the contractor shall immediately notify the architect and obtain clarification before Bidding and before any work has

begun. During Bidding, Contractor shall comply with Sections  01 42 00 & 01 45 00.Work installed where conflicting conditions

are not brought to the architect's attention prior to installation of the work shall be corrected at contractors expense.

4. Details noted as typical shall be applied to all like conditions unless specifically shown or noted otherwise. Where no specific

detail is shown, the framing or construction shall be identical or similar to that indicated for like cases of construction in this

project.

5. The contractor and all subcontractors shall verify all dimensions and conditions on the job site prior to beginning construction

and  report any discrepancies or identified conditions to the architect for resolution before any work is begun.  The contractor

shall be responsible  for maintenance, methods, techniques and procedures employed in the performance of the work in, on,

what about the job site; the contractor  shall coordinate and verify all work performed by subcontractors.

6. All contractors and subcontractors performing work on, or related to this project shall conduct their operations so that all

employees are provided a safe place to work and the public is protected, and shall comply with the “occupational and safety

health act” of the U.S. Department of Labor and with any and all other applicable state and/or local safety regulations. The

contractor agrees to assume sole and complete responsibility for the jobsite safety conditions  and that the contractor shall

defend, indemnify, and hold harmless the owner and architect from any and all liability, real or alleged, in the connection with

performance of work on the project.

7. The Contractor is responsible for compliance with the Contract Documents and the Architect shall make periodic

observations to the jobsite but the architect  shall not be responsible for the Contractors failure to carry out the work in

accordance with the Contract Documents.

8. The structure is designed as a stable unit after all components are in place. The contractor shall provide all shoring

and bracing necessary to ensure the stability of any and all parts of the building during construction.

9. Unless specifically shown or noted on the drawings, no structural member shall be cut, notched, bored, or

otherwise modified without permission of the arch.

10. The contractor shall include all necessary fees, exploration equipment, time, leaders, and connections in his bid.

11. In the event of a conflict, or perceived conflict between these plans, the codes, and/or specifications, see Section 01 42 00.

12. In the event of a drawing discrepancy or missing drawing symbol or wording, comply with Section 01 45 00.

13. All Trades are required to visit the site and existing buildings prior to Bids.

14. All Suppliers and sub-contractors are encouraged to review ALL PLAN SHEETS as some Sheets contain

Work by Many different trades.

NORTH

REFER TO UNIT PRICE INSTRUCTIONS IN
SPECIFICATIONS FOR UNIT COST

REPLACEMENT ITEMS

REFER TO SECTION 01 23 00 IN
SPECIFICATIONS FOR A LIST AND
DESCRIPTION OF ALTERNATE BIDS

** NOTE:  THIS JOB CANNOT BE ACCURATELY BID WITHOUT SITE

VERIFICATION BY ALL TRADES PRIOR TO BIDS.  ALL SUPPLIER AND

SUB-CONTRACTORS ARE ENCOURAGED TO REVIEW ALL SHEETS IN

PLANS AS SOME SHEETS WILL CONTAIN WORK BY MULTIPLE TRADES.

DEFERRED MAINTENANCE

(ONE FOR ONE FINISH & FIXTURE REPLACEMENT)

LARRY BRATTON - District C

TONI BACON - District A

JIMMY TYSON - District B

LONNIE HUDSON - District F

MICHEAL THOMPSON  - District D

JAMIE HANKS - PARISH ADMINISTRATOR

LAURA WILLIAMS - ASSISTANT PARISH ADMINISTRATOR

JENNIFER JOHNSON - PARISH ATTORNEY

SHANE SMILEY - PRESIDENT

AutoCAD SHX Text
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AutoCAD SHX Text
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A1.1

FLOOR PLANS

GWM

STAIR #2

* SCOPE OF NEW WORK IS LIMITED TO

RESTROOM AREAS SHOWN. ALL REMAINING

CONSTRUCTION ON THIS FLOOR SHALL

REMAIN UNCHANGED.

EXISTING RESTROOMS 103 AND 104

TO BE RENOVATED FOR ADA

ACCESSIBILITY. SEE SHEET A1.2 FOR

ENLARGED FLOOR PLAN AND EXTENT OF

NEW WORK REQUIRED AT THESE AREAS.

1ST FLOOR PLAN

REF. NORTH

SCALE: 3/32" = 1'-0"

2ND FLOOR PLAN

REF. NORTH

SCALE: 1/8" = 1'-0"

3RD FLOOR PLAN

REF. NORTH

SCALE: 1/8" = 1'-0"

1900 STUBBS AVENUE

MONROE, LA.

71201-5786

DRAWN BY:

CHK'D BY:

JOB #

DATE:

COPYRIGHT PROTECTED

A PROFESSIONAL  CORPORATION

LAND 3

ARCHITECT, INC.
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STAIR #2

STAIR

#1

STAIR

#1

STAIR

#1

RESTROOM

106

MEN'S

RESTROOM

206

MEN'S

RESTROOM

306

MEN'S

RESTROOM

305

WOMEN'S

RESTROOM

205

WOMEN'S

RESTROOM

105

WOMEN'S

RESTROOM

104

MEN'S

RESTROOM

103

WOMEN'S

RESTROOM

102

MEN'S

RESTROOM

101

WOMEN'S

ELEVATORELEVATOR

ELEVATOR

3 STORY ANNEX BUILDINGSINGLE STORY ANNEX BUILDING

EXISTING RESTROOMS 101 AND 102 TO

BE REFINISHED. ALL NON-CONFORMING

CODE ITEMS INCLUDING 1 

3

4

" STEP-UP

INTO RESTROOMS & 32" WIDTH DOORS

SHALL REMAIN. SEE SHEET A1.2 FOR

ENLARGED FLOOR PLAN AND EXTENT OF

NEW WORK REQUIRED AT THESE AREAS.

EXISTING RESTROOMS 305 AND 306 TO

BE REFINISHED. ALL NON-CONFORMING

CODE ITEMS INCLUDING 1 

3

4

" STEP-UP

INTO RESTROOMS & 30" WIDTH DOORS

SHALL REMAIN. SEE SHEET A1.2 FOR

ENLARGED FLOOR PLAN AND EXTENT OF

NEW  WORK REQUIRED AT THESE AREAS.

* SCOPE OF NEW WORK IS LIMITED TO

RESTROOM AREAS SHOWN. ALL REMAINING

CONSTRUCTION SHALL REMAIN

UNCHANGED.

FIRST FLOOR

3 STORY ANNEX BUILDING

SECOND FLOOR

3 STORY ANNEX BUILDING

THIRD FLOOR

* SCOPE OF NEW WORK IS LIMITED TO

RESTROOM AREAS SHOWN. ALL REMAINING

CONSTRUCTION ON THIS FLOOR SHALL

REMAIN UNCHANGED.

1. OVERALL PLANS SHOWN ON THIS SHEET ARE INTENDED TO PROVIDE

ONLY A GENERALIZED OVERVIEW OF THE PROJECT SCOPE AND SHALL

IN NO WAY SERVE TO LIMIT THE PROJECT REQUIREMENTS INDICATED

BY OTHER SHEETS IN PLANS OR IN THE SPECIFICATIONS.

NOTE

RAMP

ETR

STEPS

ETR

STEPS

ETR

STEPS

ETR

OVERALL

STEPS

ETR

PROJECT SCOPE

JANITOR

107

(PROVIDED UNDER ALTERNATE BID NO.1)

SEE ENLARGED PLAN D/A1.2 SEE ENLARGED PLAN D/A1.2

EXISTING RESTROOMS 205 AND 206 TO

BE REFINISHED. ALL NON-CONFORMING

CODE ITEMS INCLUDING 1 

3

4

" STEP-UP

INTO RESTROOMS & 30" WIDTH DOORS

SHALL REMAIN. SEE SHEET A1.2 FOR

ENLARGED FLOOR PLAN AND EXTENT OF

NEW  WORK REQUIRED AT THESE AREAS.

JANITOR

108

SEE ENLARGED PLANS F,G/A1.2

SEE ENLARGED PLAN D/A1.2

EXISTING RESTROOMS 105 AND 106 TO

BE REFINISHED. ALL NON-CONFORMING

CODE ITEMS INCLUDING 1 

3

4

" STEP-UP

INTO RESTROOMS & 30" WIDTH DOORS

SHALL REMAIN. SEE SHEET A1.2 FOR

ENLARGED FLOOR PLAN AND EXTENT OF

NEW  WORK REQUIRED AT THESE AREAS.

JANITOR

308

JANITOR

208

SEE ENLARGED PLAN E/A1.2
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NOTES & DETAILS

DOOR SCH.,

GWM

ENLARGED DEMO PLANS,

A1.2
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CONTRACTOR SHALL NOTIFY ARCHITECT OF

ANY DISCREPANCIES AND CONFLICTS PRIOR

TO BID & IN ACCORDANCE WITH THE SPECS.

*SEE ENLARGED RESTROOM PLANS THIS SHEET &

DETAIL ON SHEET A1.3 FOR MOUNTING

DIMENSIONS & LOCATIONS OF ITEMS LISTED ABOVE

TOILET ACCESSORY LEGEND

BY SECTION 10 28 00 IN SPEC.

PT     SURFACE MOUNT CENTER PULL TYPE                

PAPER TOWEL DISPENSER

PT2    SURFACE MOUNT PAPER TOWEL DISPENSER

TP TOILET TISSUE HOLDER

SD     SOAP DISPENSER

M1 DECORATIVE FRAMED MIRROR CENTERED       

OVER LAVATORY INDICATED

M2 DECORATIVE FULL LENGTH FRAMED MIRROR

GB STAINLESS STEEL GRAB BARS (SIZES             

SHOWN ON ENLARGED PLANS THIS SHEET)

1. SEE DETAILS ON SHEET A1.3 FOR  typ. RESTROOM DETAILS &

FIXTURE/ACCESSORY MOUNTING DIMENSIONS.

2. ALL PLUMBING FIXTURES SHOWN IN ENLARGED PLANS THIS

SHEET ARE TO BE PROVIDED BY DIVISION 22, SEE SHEET

MEP1.1 FOR  FIXTURE SCHEDULE & PLUMBING PLANS.

3. H/C DENOTED ON ENLARGED FLOOR PLANS/RESTROOM

ELEVATIONS THIS SHEET SHALL MEAN HANDICAPPED

ACCESSIBLE.

4. FOR TOILET PARTITIONS AND URINAL SCREENS, RE: SPECS.

SECTION 10 21 13.

5. PROVIDE SOLID BLOCKING IN WALL FOR SECURE ATTACHMENT

OF BRACKETS FOR WALL MOUNTED LAVATORIES.

RESTROOM NOTES:

*AT ALL ada ACCESSIBLE TOILET PARTITIONS THE FRONT & AT

LEAST ONE SIDE SHALL PROVIDE A TOE CLEARANCE OF 9" MIN.

A.F.F. & 6" DEEP MIN. BEYOND FACE OF PARTITION, TYP. FOR

ALL ada ACCESSIBLE TOILET STALLS THIS PROJECT.

(SHOWING NOTES AND DIMENSIONS)

ENLARGED PLAN AT   

AREAS 103 & 104

F

A1.2

REF. NORTH

7'-8"±

4"

104

C

L

*

TOILET COMPARTMENT

DOORS FOR ada STALLS

IN AREAS 103 & 104

SHALL HAVE ada

COMPLIANT DOOR

PULLS ON EACH SIDE

LOCATED NEAR LATCH

EXISTING

PLUMBING CHASE

SHALL REMAIN

18"

FROM

FACE OF

FREE-STANDING

GRAB BAR

ETR

C

L

1
5
"

C

L

*

18" FROM

FINISHED

WALL

103

EXISTING CHASE SHALL

REMAIN, RE-BUILD

PORTION HATCHED OF

EXISTING CHASE WITH

NEW 3 

5

8

" 20 GA. METAL

STUDS AND 1 LAYER OF

5

8

" TILE BACKER BOARD

BY SECTION 09 21 16

EXISTING STEPS AND

HANDRAILS SHALL

REMAIN

ETR

ETR

STORAGE

ETR

ETR

ETR

103

104

DEMO PLAN AT   

AREAS 103 & 104

C

A1.2

REF. NORTH

DEFINITION OF PATCH-

REPLACE REMOVED

MATERIALS WITH NEW

MATERIALS SIMILAR TO

ADJACENT SURROUNDING

MATERIALS & AS REQUIRED

BY DETAILS ON THIS AND

OTHER SHEETS. PROVIDE

CAULK, SEALANT, ETC. AS

REQUIRED FOR SECURE

INSTALLATION & SMOOTH

TRANSITION.

*SEE PLUMBING, MECH.,

& ELEC. SHEETS FOR

ADDITIONAL SELECTIVE

DEMOLITION DUE TO

NEW WORK OR MAY

REQUIRE SAW-CUTTING

OF EXISTING CONC. SLAB

FOR NEW PLUMBING OR

UTILITIES.

EXISTING CONSTRUCTION DETAILS & DIMENSIONS WERE

TAKEN FROM AVAILABLE LIMITED DRAWINGS AND VISUAL

OBSERVATIONS WHEREVER POSSIBLE. DESTRUCTIVE

DEMOLITION WAS NOT PERFORMED. THE CONTRACTOR

SHALL SITE VERIFY EXISTING CONDITIONS  PRIOR TO BID &

INCLUDE IN BID THE DEMOLITION OF ALL EXISTING

MATERIALS/EQUIPMENT THAT WOULD INTERFERE WITH

PROPOSED NEW WORK.  AS THE JOB PROGRESSES AND AS

ELEMENTS OF EXISTING CONSTRUCTION ARE EXPOSED,THE

CONTRACTOR SHALL VERIFY ALL MATERIALS,CLEARANCES &

DIMENSIONS AT JOBSITE. WHERE ACTUAL CONDITIONS VARY

FROM THE DRAWINGS, THESE CONDITIONS SHALL BE

BROUGHT TO THE ARCHITECT'S ATTENTION AND IF MINOR IN

NATURE, THE INTENT OF THESE DRAWINGS SHALL BE

CARRIED OUT AT NO  ADDITIONAL COST THE OWNER, UNLESS

DISCREPANCIES ARE  OF SUCH EXTENT AS TO ALTER THE

SCOPE & INTENT OF THE WORK. ALL DIMENSIONS MUST BE

VERIFIED AT JOBSITE.

PATCH

ENLARGED PLAN AT   

AREAS 105 & 106-1st FLOOR

D

A1.2

REF. NORTH

AREAS 205,305,206,&306 SIM.)

(2nd & 3rd FLOORS)

12'-5"

ETR ETR

106

TP TP

206 SIM.

306 SIM.

105

205 SIM.

305 SIM.

CORRIDOR

ETR

ETR

ETR

ETR

RESTROOM

MEN'S

M1

1

1

ENLARGED PLAN AT    

AREAS 101 & 102

E

A1.2

REF. NORTH

101

M1

M2
RPT

RPT

6
'
-
0
"

4
'
-
8

1 2

"

3'-0"3'-0"

4
'
-
0
"

3
'
-
8

1 2

"

3'-0"3'-0"

4
'
-
6
"

4
'
-
6
"

6
'
-
5
"

3
'
-
1
1
"

ALL DIMENSIONS SHOWN AT EACH RESTROOM

ARE APPROXIMATE & MUST BE SITE VERIFIED.

STAIR

ETR

1
'
-
4
"

LINE-TYPE SHOWN

INDICATES WALL AND

DOOR CONDITIONS AT

2nd AND 3rd FLOORS.

(THESE FLOORS HAVE A

RECESSED ALCOVE IN

CORRIDOR FOR D.F.)

6
'
-
6
"

1
2
"

8
'
-
6
"

102

3'-0"3'-0"3'-2"±

THE FOLLOWING ITEMS ARE PROVIDED FOR GENERAL PURPOSES AND INDICATE  THE TYP.

TYPES OF DEMOLITION REQUIRED. THE CONTRACTOR SHALL REVIEW THE COMPLETE BID

DOCUMENTS AND SITE VERIFY PRIOR TO BIDS ANY ADDITIONAL MATERIALS WHICH ARE IN

CONFLICT WITH NEW WORK INDICATED IN THE BID DOCUMENTS. IT SHALL BE THE GENERAL

CONTRACTOR'S RESPONSIBILITY TO REMOVE ALL REQUIRED DEMOLITION WORK NOT

SPECIFICALLY INDICATED TO BE REMOVED BY A PARTICULAR SUB-CONTRACTOR.

AT AREAS INDICATED CAREFULLY REMOVE ALL TOILET PARTITIONS, ALL

SHELVES AT TOILET PARTITIONS, PRIVACY SCREENS, PLUMBING FIXTURES

FLUSH VALVES, URINALS, COMMODES, SINKS, DRAINS, VANITY CABINETS,

ALL GRAB BARS, ALL TOILET ACCESSORIES INCLUDING MIRRORS, PAPER

TOWEL DISPENSERS, SOAP DISPENSERS, ALL AIR FRESHENER DISPENSERS,

ETC......  AS NEEDED FOR NEW WORK. PATCH ALL CONSTRUCTION THAT IS

SCHEDULED TO REMAIN WHERE DAMAGED DUE TO DEMOLITION WORK OR

REMOVAL OF EXISTING  PARTITIONS, FIXTURES, ACCESSORIES, ETC......

REMOVE ALL EXISTING SUSPENDED ACOUSTIC CEILING TILE, GRID, WIRE,

HANGARS, ALL PERIMETER ANGLES, LIGHT FIXTURES, & CEILING GRILLES IN

AREAS INDICATED. IF PRESENT REMOVE AND RETAIN EXISTING CEILING

INSULATION FOR RE-INSTALLATION ABOVE NEW ACOUSTIC CEILING TILE

SCHEDULED FOR THESE AREAS. EXISTING CEILING MOUNTED DEVICES IN ALL

AREAS INDICATED & EXISTING MINI-SPLIT CEILING CASSETTE IN CEILINGS AT

THIRD FLOOR RESTROOMS ARE TO BE CAREFULLY REMOVED AND RETAINED

FOR RE-INSTALLATION IN NEW ACOUSTIC CEILING TILE IN THESE AREAS. SEE

M.E.P. SHEETS FOR ANY ADDITIONAL ITEMS TO BE DEMOLISHED IN THESE

AREAS. PATCH ALL CONSTRUCTION THAT IS SCHEDULED TO REMAIN WHERE

DAMAGED DUE TO DEMOLITION WORK/REMOVAL OF ITEMS.

REMOVE EXISTING WOOD DOOR AS SHOWN, HOLLOW METAL FRAME SHALL

REMAIN. PATCH EXISTING H.M. DOOR FRAME WHERE HINGES WERE REMOVED

WITH NEW HINGE FILLER PLATES AS SHOWN IN DOOR SCHEDULE.

REMOVE EXISTING RECESSED PAPER TOWEL DISPENSER AND PORTION OF

EXISTING PLUMBING CHASE INCLUDING SHEET-ROCK AND WALL TILE SHOWN

TO ACCOMMODATE DOOR SWING CLEARANCE FOR NEW HANDICAPPED TOILET

STALL , SEE FLOOR PLAN FOR PORTION OF CHASE THAT IS TO BE RE-BUILT.

TYP. FOR EACH RESTROOM ON ALL THREE FLOORS. EXISTING SEMI-RECESSED

MIRROR/ PAPER TOWEL UNIT ABOVE VANITY OR WALL-HUNG LAVATORY TO BE

REMOVED AND WALL OPENING PATCHED WITH NEW METAL STUDS & 

5

8

" A-C

PLYWOOD FLUSH WITH SURFACE OF ADJ. EXISTING CERAMIC TILE. (VERIFY

SIZE OF  WALL OPENING TO BE PATCHED & LOCATIONS.)

EXISTING WINDOW BLINDS SHALL BE REMOVED FROM EXTERIOR WINDOWS

INDICATED & REPLACED. (PATCH ALL ADJ. CONSTRUCTION WHERE DAMAGED

DUE TO WINDOW BLIND REMOVAL)

1

2

SITE VERIFY ALL VISIBLE CONDITIONS AT SITE PRIOR TO BIDS.

DEMOLITION REFERENCE NOTES

ETR

STORAGE

ETR

ETR

EXISTING STEPS

AND HANDRAILS

SHALL REMAIN

1
0
"

3

4

4

2

3

2

3

103

104

SCHEDULE 

SCALE: 1/4" = 1'-0"

TP TP

3'-5

1

2

"

3'-6"

6'-3"

2
'
-
1
1

1 2

"

c
h
a
s
e

13'-7

5

8

"

ALL DIMENSIONS SHOWN  AT EACH

RESTROOM ARE APPROXIMATE &

MUST BE SITE VERIFIED.

CORRIDOR

ETR

3'-0"

4
'
-
0
"

4
'
-
3

5 8

"

chase etr

c
h
a
s
e
 
e
t
r

2

1

1

DEMO PLAN AT   

AREAS 101 & 102

A

A1.2

REF. NORTH

RESTROOM PLANS,

2

2

1

1

1

CORRIDOR

ETR

B

A1.2

ETR

ETR

ETR

ALL FLOOR PLANS THIS SHEET ARE

DRAWN AT 

1

4

" = 1'-0" U.O.N.

1
1
'
-
1
0
"
±

5
'
-
2
"

10'-8"±

5'-1"

7
'
-
4
"
±

18"

C

L

ETR

ETR

1

1

1

ETR ETR

1

1

ETR

STAIR

ETR

CORRIDOR

ETR

ETR

ETR

2

1

ALL COLUMNS

(CL) INCLUDING

ALL FURRING

MATERIALS

SHALL REMAIN

M1

M1

PT

TP TP

TPRPT

P1

P2

P3

AT AREAS INDICATED. PROVIDE NEW

12" X 24" PORCELAIN FLOOR TILE BY

SECTION 09 30 13 OVERLAID OVER ENTIRE

EXISTING CERAMIC FLOOR TILE THIS AREA.

SEE SPECIFICATIONS AND DETAILS ON

SHEET A1.3 (PATCH EXISTING FLOOR TILE

WHERE FLOOR TILE IS MISSING OR WHERE

DAMAGED. PROVIDE NEW MARBLE

THRESHOLD AT TRANSITION TO ADJ.

EXISTING FLOORING)

AT AREAS INDICATED. ALL NEW TOILET

PARTITIONS/PRIVACY SCREENS ARE TO BE

INSTALLED IN SAME LOCATIONS WHERE

EXISTING PARTITIONS/ SCREENS WERE

REMOVED. LOCATE THESE ITEMS AS CLOSE

AS POSSIBLE TO THE ORIGINAL LOCATIONS

WHERE PREVIOUS ITEMS WERE REMOVED.

NEW TOILET PARTITIONS AND PRIVACY

SCREENS ARE TO BE PROVIDED BY

SECTION 10 21 13 IN SPECIFICATIONS.

AT AREAS INDICATED. ALL NEW

LAVATORIES, URINALS, TOILET FIXTURES,

& FLUSH VALVES ARE TO BE INSTALLED IN

SAME LOCATIONS WHERE EXISTING

FIXTURES/FLUSH VALVES WERE REMOVED.

LOCATE THESE ITEMS AS CLOSE AS

POSSIBLE TO  THE ORIGINAL LOCATIONS

WHERE  PREVIOUS ITEMS WERE REMOVED.

SEE PLUMBING SHEETS FOR EXTENT OF

NEW PLUMBING FIXTURES BY DIV.22 THAT

ARE TO BE PROVIDED IN RESTROOMS

INDICATED.

8" X 8" ADA COMPLIANT RESTROOM

SIGNAGE FOR EACH NEW H/C RESTROOM,

SEE DETAIL 1/A1.3

EXISTING SEMI-RECESSED PAPER TOWEL

DISPENSERS ARE TO BE REMOVED,

CLEANED, AND RETAINED FOR

RE-INSTALLATION. SIZES & TYPES VARY

PER RESTROOM, VERIFY TYPE, SIZES AND

EXISTING CONDITIONS. UPON COMPLETION

OF SCHEDULED  NEW PORCELAIN WALL

TILE OVERLAY WORK, THESE DISPENSERS

ARE TO BE RE-INSTALLED IN THE EXISTING

WALL OPENINGS WHERE PREVIOUSLY

REMOVED.

NEW VANITY & PLASTIC LAMINATE

COUNTER-TOP BY SECTION 06 41 00.

PROVIDE PRODUCT EQUAL TO SINK BASE

CABINET B2100 36 X 21 X 33

BY "CASE SYSTEMS" (SEE INTERIOR

ELEVATIONS ON SHEET A1.3)

NEW ADA COMPLIANT VANITY WITH

REMOVABLE PIPE PROTECTION PANEL &

PLASTIC LAMINATE COUNTER-TOP BY

SECTION 06 41 00.  PROVIDE PRODUCT

EQUAL TO SINK  BASE VANITY CABINET

D1000 34 X 24 X 36 BY "CASE SYSTEMS"

(SEE INTERIOR ELEVATIONS ON SHEETA1.3)

REFER TO DOOR SCHEDULE AND

HARDWARE SCHEDULE THIS SHEET FOR

EXTENT OF NEW WORK REQUIRED AT

EXISTING RESTROOM DOORS INDICATED.

AT EXTERIOR WINDOWS INDICATED

PROVIDE NEW BLINDS BY SECTION

12 21 13. FIELD VERIFY SIZE OF BLINDS,

APPROX. SIZE 42" WIDE BY 78" HIGH

(NEW BLINDS SHALL BE INSTALLED IN SAME

LOCATION WHERE PREVIOUS BLINDS WERE

REMOVED FROM ONCE NEW SCH.

PORCELAIN WALL TILE OVERLAY HAS BEEN

COMPLETED)

REFER TO ENLARGED PLUMBING PLANS ON

SHEET MEP1.1 FOR EXTENT OF NEW WORK

AT EXISTING JANITOR'S SINKS.

P6

P2

P1

P1

P2

P3

P4

P5

P6

P7

P8

P6

P8

P3

P3

P3

ENLARGED FLOOR PLAN

REFERENCE NOTES

P8

P3

P1

P2P5

P7

P7
102

101

P2

EXISTING CERAMIC TILE FLOORING SHALL REMAIN. PATCH/REPAIR

WHERE DAMAGED OR MISSING WITH NEW MATERIALS TO CLOSELY

MATCH EXISTING ADJ. FLOOR TILE. EXISTING FLOOR TILE SHALL

BE CLEANED,PREPPED,& OVERLAID WITH NEW 12" X 24"

PORCELAIN FLOOR TILE BY SECTION 09 30 13.

EXISTING FULL HEIGHT CERAMIC WALL TILE SHALL REMAIN. PATCH/

REPAIR  WALL TILE WHERE DAMAGED WITH NEW MATERIALS TO

CLOSELY MATCH EXISTING ADJ. TILE. ALL CERAMIC WALL TILE

SHALL BE CLEANED,PREPPED, & OVERLAID WITH NEW 12" X 24"

PORCELAIN WALL TILE BY SECTION 09 30 13.

· THESE NOTES APPLY TO ALL ROOM FINISH SCHEDULES THIS PROJECT

· REFER TO ELECTRICAL SHEETS FOR REFLECTED CEILING PLANS

· NORTH,SOUTH,EAST & WEST ARE ABBREVIATED BY N,S,E & W

· ALL FINISHES SHALL BE CLASS "A" WITH FLAME SPREAD 0-25,

    & SMOKE DEVELOPMENT 0-450.

· ALL FLOOR FINISHES SHALL COMPLY W/ ADA

----

NONE OR NOT APPLICABLE

ROOM FINISH SCH. NOTES

NEW SUSPENDED ACOUSTIC CEILING TILE AND GRID, SEE CEILING

TYPES LISTED ON ROOM FINISH SCHEDULE & SECTION 09 51 13 OF

SPECIFICATIONS FOR CEILING TYPE DEFINITIONS. (RE-INSTALL

EXISTING CEILING INSULATION IF APPLICABLE OTHERWISE PROVIDE

NEW UN-FACED FIBERGLASS BATT INSULATION BY SECTION 07 21 00

ACOUS.

NAME FLOOR

N

BASE HEIGHT

WES

WALLS CEILING REMARKS

ROOM NO.

104

103

102

101

105,205,305

WOMEN'S RESTROOM

ROOM FINISH SCHEDULE

CTO ---- CT CT PT CT

CT

CTO

ACOUS.

9'-0"

MEN'S RESTROOM

CTO
---- CT CT CT PT

ACOUS.

9'-0"

WOMEN'S RESTROOM

PF ---- CT CT PT CT

ACOUS.

9'-0"

MEN'S RESTROOM

PF ---- CT PT CT CT

ACOUS.

9'-0"

106,206,306

WOMEN'S RESTROOM

CTO
---- CT CT CT PT

ACOUS.

9'-0"

MEN'S RESTROOM

CTO ---- CT CT PT CT

ACOUS.

9'-0"

AREAS 103 & 104 MUST

HAVE MIN. 60" dia.

TURNING RADIUS LOCATED

WITHIN REST ROOMS &

ada TOILET STALLS

3
2
"
 
D

O
O

R

ada COMPLIANT

DOOR PULLS

BOTH SIDES

OF DOOR

6
0
"
X
5
6
"

t
o
i
l
e
t

TP

36"
GB

42"
GB

(SHOWING TOILET ACCESSORIES & ADA CLEARANCES)

ENLARGED PLAN AT   

AREAS 103 & 104

G

A1.2

REF. NORTH

STORAGE

ETR

30"X48"

urinal

30"X48"

lav.

30"X48"

lav.

42"
GB

36"
GB

TP

32" DOOR

ada COMPLIANT

DOOR PULLS

BOTH SIDES

OF DOOR

103

104

M1 M1

ADA

CLEARANCES

FOR LAVATORY

REQUIRED ADA

CLEARANCE FOR

WALL-HUNG TOILET IN

ACCESSIBLE TOILET

COMPARTMENT IN

RESTROOMS 103 & 104

ADA

CLEARANCES

FOR URINAL

ETR

ETR

ETR

ETR

ETR

103

104

ETR

TOILET PARTITIONS

FOR BOTH

RESTROOMS

PROVIDED BY

SECTION 10 21 13

P6a

P6a

P3

60"X56"

toilet

P5

P5

RPT

RPT
P5

RP
-1

RP-1

DEMO PLAN AT   

AREAS 105 & 106 -1st FLOOR

REF. NORTH

AREAS 205,305,206,&306 SIM.)

106

206 SIM.

306 SIM.

RESTROOM

MEN'S

1

1

1

1

1

RESTROOM

WOMEN'S

RESTROOM

MEN'S

FD

FD

REFER TO PLUMBING

SHEETS FOR NEW FLOOR

DRAIN (FD) IN

RESTROOMS 101 AND 102

RP
-1

RP-1

PROVIDE SIGNAGE TYPE

4 AS SHOWN IN DETAIL

1/A1.3 FOR NEW SIGN

AT THIS DOOR

PROVIDE SIGNAGE TYPE

3 AS SHOWN IN DETAIL

1/A1.3 FOR NEW SIGN

AT THIS DOOR

SD

5

5

5

ETR

ETR

HW1

H
W

1

P7
106

P7
105

PROVIDE SIGNAGE TYPE

3 AS SHOWN IN DETAIL

1/A1.3 FOR NEW SIGN

AT THIS DOOR

RESTROOM

WOMEN'S

PROVIDE SIGNAGE TYPE

4 AS SHOWN IN DETAIL

1/A1.3 FOR NEW SIGN

AT THIS DOOR

P1

(APPLIES TO

THIS EXT.

WINDOW ON

ALL THREE

FLOORS)

FOR AREAS 103 AND 104 REMOVE

ALL CERAMIC FLOOR TILE

INCLUDING MUD BED & MARBLE

THRESHOLDS. PATCH EXISTING

WALLS AND  EXISTING FLOOR

SLAB WHERE DAMAGED DUE TO

REMOVAL OF TILE FLOORING

AND MARBLE THRESHOLDS.

ALL COLUMNS (CL)

INCLUDING ALL

FURRING MATERIALS

SHALL REMAIN

chase etr

chase etr

P2

FD

FD

P3

*

*

ASSUMED 3'X7'

SITE VERIFY

   DOORS MK. 103 & 104

   (HARDWARE SET HW-1)

NEW 3'X7' SOLID CORE WOOD DOOR

BY SECTION 08 14 16 INSTALLED IN

EXISTING H.M. FRAME. ALL DOOR

HARDWARE SHALL BE REMOVED

AND REPLACED. (EXISTING DOOR

FRAME INDICATED SHALL BE

PATCHED & REPAIRED WHERE

DAMAGED DUE TO NEW WORK.)

F.F. LINE

PROVIDE NEW

CONT. ALUM.

GEARED HINGE BY

SECTION 08 71 00

PATCH FRAME WHERE

EXISTING BUTT HINGES

WERE REMOVED FROM

FRAME WITH NEW

FRAME HINGE FILLER

PLATES BY SECTION

08 71 00. FIELD VERIFY

SIZE OF PLATE

REQUIRED.

*

*

ASSUMED 2'-6"X7'

SITE VERIFY

AT RESTROOM DOORS

INDICATED EXISTING

H.M. DOOR FRAME TO BE

PAINTED AND WOOD DOOR

RE-FINISHED PER SECTION

09 90 00.  (FINISH WORK TO

BE PREFORMED AFTER ALL

SCH. NEW WORK HAS BEEN

COMPLETED AT THESE

DOORS. TOUCH-UP ALL

SURFACES WHERE DAMAGED

BY NEW DOOR HARDWARE

INSTALLATION)

AT RESTROOM DOORS

INDICATED EXISTING

H.M. DOOR FRAME TO

BE PAINTED.  (FINISH

WORK TO BE PREFORMED

AFTER ALL SCH. NEW

WORK HAS BEEN

COMPLETED AT THESE

DOORS. TOUCH-UP ALL

SURFACES WHERE

DAMAGED BY NEW DOOR

HARDWARE

INSTALLATION)

ALL DOOR SIGNAGE TO BE REMOVED FROM

DOOR FRAME & FACE OF DOOR. REPLACE WITH

NEW EMPLOYEE RESTROOM DOOR SIGNAGE BY

SECTION 10 14 23 AT EACH DOOR, SEE

ENLARGED FLOOR PLANS AND DETAIL 1/A1.3

DOOR  

DOORS MK. 101,102,105,106,

205,206, 305, & 306

  (HARDWARE SET RP-1)

EXISTING INTERIOR RESTROOM DOOR &

H.M. FRAME SHALL REMAIN. THE BOTTOM OF

THESE EXISTING DOORS SHALL BE NEATLY

TRIMMED/MODIFIED  AS REQUIRED TO ALLOW

FOR THE TOTAL THICKNESS OF NEW

PORCELAIN  FLOOR TILE OVERLAY. ALL DOOR

HARDWARE SHALL BE REMOVED  AND

REPLACED EXCEPT FOR BUTT HINGES WHICH

SHALL REMAIN. (EXISTING DOOR AND FRAME

INDICATED SHALL BE PATCHED & REPAIRED

WHERE DAMAGED DUE TO NEW WORK.)

6

6

ETR

2
0
"

C

L

1
5
"

1
8
"

FOR AREAS 103 & 104

PROVIDE NEW 12" X 24"

PORCELAIN FLOOR TILE BY

SECTION  09 30 13

INSTALLED ON EXISTING

CONC. FLOOR SLAB. SEE

SPECS. & DETAILS ON

SHEET A1.3

(UTILIZE NARROW 

1

8

"

JOINTS AT ALL FLOOR TILE)

105

205 SIM.

305 SIM.

RESTROOM

WOMEN'S

AT THIRD FLOOR RESTROOMS 305 & 306 EXISTING

THERMOSTAT (T) TO BE REMOVED AND RE-INSTALLED

IN SAME LOCATION AFTER NEW PORCELAIN TILE

OVERLAY WORK HAS BEEN COMPLETED. (SEE ELEC.

SHEET FOR EXTENT OF NEW WORK REQUIRED)

T

T

LINE-TYPE SHOWN

INDICATES WALL AND

DOOR CONDITIONS AT

2nd AND 3rd FLOORS.

(THESE FLOORS HAVE A

RECESSED ALCOVE IN

CORRIDOR FOR D.F.)

101

EXISTING FLOOR DRAIN (FD) IN EACH

RESTROOM TO BE REMOVED AND

REPLACED, SEE PLUMBING SHEETS

RESTROOM

WOMEN'S

FD

FD

CL CL

CLCL

RESTROOM

WOMEN'S

1

RESTROOM

MEN'S

1

CL

CL

FD

FD

REFER TO SECTION 02 41 19 IN THE SPECIFICATIONS

· THE GENERAL CONTRACTOR SHALL VERIFY

ALL  EXISTING DIMENSIONS, CONDITIONS,

AND AREAS AT PROJECT SITE PRIOR TO

BIDDING.

· THE GENERAL CONTRACTOR SHALL PATCH

ALL  SURFACES WHERE DEMOLITION WORK

OCCURS  SECURE CONCRETE OR FLOOR

STONE FILLER TO EXISTING FLOOR WHERE

SURFACES ARE UNEVEN OR DAMAGED.

· SEE M.E.P. DRAWINGS AND SPECS. FOR NEW

ITEMS TO   REPLACE EXISTING. THE GENERAL

CONTRACTOR SHALL PATCH ALL HOLES WHERE

EXISTING ELECTRICAL PIPING OR CONDUIT IS

REMOVED. WHERE EXISTING ITEMS ARE

REMOVED VOIDS SHALL BE PATCHED WITH

MATCHING MATERIALS, IF OPENINGS ARE IN A

RATED WALL THEY ARE TO BE FILLED WITH AN

APPROPRIATE U.L. LISTED FIRE RATED

MATCHING MATERIALS.

DEMOLITION GENERAL NOTES:

· DURING DEMOLITION

CARE SHALL BE TAKEN TO

PROTECT ALL EXISTING

ITEMS/MATERIALS THAT

ARE TO REMAIN.

REPLACE/REPAIR ALL

DAMAGED MATERIALS AS

A RESULT OF DEMOLITION

WORK THIS PROJECT.

· ALL REMOVED ITEMS OF

VALUE SHALL REMAIN THE

PROPERTY OF THE OWNER.

THE CONTRACTOR SHALL

BE RESPONSIBLE  FOR

DISPOSING OF REMOVED

ITEMS ONLY  AFTER

GIVING THE OWNER THE

OPPORTUNITY TO RETAIN

ALL WANTED ITEMS.

DEMOLITION PLANS ARE PROVIDED TO INDICATE GENERAL TYPES OF DEMOLITION THAT

IS REQUIRED TO BE PREFORMED BUT BY NO MEANS LIMITS THE REQUIRED DEMOLITION.

THE GENERAL CONTRACTOR IS RESPONSIBLE FOR REMOVAL OF ALL EXISTING MATERIALS

THAT WOULD OTHERWISE INTERFERE WITH ALL NEW WORK INDICATED IN PLANS.

SITE VERIFY ALL VISIBLE CONDITIONS AT FACILITY PRIOR TO BIDS.

    FLOORING CONTRACTOR IS RESPONSIBLE FOR

VISUALLY INSPECTING EXISTING AREAS 103 & 104

SCHEDULED TO RECEIVE NEW PORCELAIN FLOOR

TILE PRIOR TO INSTALLATION TO ENSURE ALL

PROPER PREPARATORY WORK HAS BEEN

COMPLETED SUCH AS FLOOR LEVELING MATERIALS,

CRACK SUPPRESSION MEMBRANE, ETC…

CLCL

CL CLCL CL

CLCL

CL

CL

ALL COLUMNS (CL)

INCLUDING ALL

FURRING MATERIALS

SHALL REMAIN

102

RESTROOM

MEN'S

RPT

RPT

EXISTING RECESSED PAPER TOWEL DISPENSER

(RPT) IN EACH RESTROOM TO BE REMOVED AND

RETAINED FOR RE-INSTLLATION, SEE ENLARGED

FLOOR PLAN "E" THIS SHEET

SEE DOOR SCHEDULE THIS SHEET FOR

EXTENT OF HARDWARE REMOVAL & NEW

WORK AT RESTROOM DOORS 101 & 102

101

102

P3
NOTE

SEE DOOR HARDWARE

SCHEDULES IN SECTION

08 71 00 OF SPECIFICATIONS

FOR EXTENT OF DOOR

HARDWARE THAT IS TO BE

PROVIDED AT RESTROOM

DOORS

P2

P2P2

P2

FOR AREAS 103 AND 104 AT THESE 2 FIXTURE

WALLS ON ROOM SIDE OF CHASE REMOVE ALL

EXISTING CERAMIC WALL TILE AND PORTION

OF EXISTING DRYWALL SUBSTRATE UP TO 4'

HEIGHT TO INSTALL NEW SCH. PLUMBING

FIXTURES IN THESE AREAS

AT THESE 2 WALLS ON

ROOM SIDE OF CHASE

REMOVE ALL EXISTING

CERAMIC WALL TILE AND

PORTION OF EXISTING

DRYWALL SUBSTRATE AS

NEEDED TO INSTALL  NEW

SCH. PLUMBING

FIXTURES IN THESE AREAS

AT THESE 2

WALLS ON ROOM

SIDE OF CHASE

REMOVE ALL

EXISTING

CERAMIC WALL

TILE AND

PORTION OF

EXISTING

DRYWALL

SUBSTRATE AS

NEEDED TO

INSTALL NEW

SCH. PLUMBING

FIXTURES IN

THESE AREAS

PT

9'-4"4'-0"

Plumbing

3
'
-
9

1 2

"

3
'
-
0
"

4
'
-
6
"

EXISTING FULL HEIGHT CERAMIC WALL TILE TO BE REMOVED FROM THIS WALL

TO 4' HEIGHT. PATCH,REPAIR, & PREP EXISTING DRYWALL SUBSTRATE FOR

NEW SCHEDULED FULL HEIGHT PORCELAIN WALL TILE BY SECTION 09 30 13.

PT

EXISTING CERAMIC TILE FLOORING INCLUDING MUD BEAD SHALL

BE REMOVED AT AREAS INDICATED. PATCH/REPAIR EXISTING

CONC. SLAB WHERE DAMAGED DUE TO TILE/MUD BED REMOVAL.

EXISTING FLOOR SLAB SHALL BE PREPPED TO RECEIVE NEW

12" X 24" PORCELAIN FLOOR TILE BY SECTION 09 30 13.

PF

5
'
-
0
"

P3

P3

RPT

RPT

P7

P7

P4

P4

107

JAN.

P9

P9

108

208 SIM.

308 SIM.

JANITOR

108

208 SIM.

308 SIM.

JANITOR

107

JANITOR

THIS 42" GRAB BAR SHALL

BE FREE-STANDING &

FLOOR MOUNTED TO

MAINTAIN 18" ADA

CLEARANCE FOR TOILET

FOR AREAS 103 AND 104 REMOVE EXISTING RECESSED

PAPER TOWEL DISPENSERS AND PATCH WALL OPENING

WITH 

METAL STUDS & 

5

8

" A-C PLYWOOD FLUSH WITH

SURFACE OF ADJ. EXISTING CERAMIC TILE.

6

SD

PT2

SDPT2

P9

107,108

JANITOR'S CLOSET

ALL FINISHES SHALL REMAIN THIS AREA

AT THIRD FLOOR

RESTROOMS 305

AND 306 EXISTING

MINI-SPLIT CEILING

CASSETTE AND

ASSOCIATED HEAT

PUMP, CONTROLS,&

POWER SHALL REMAIN.

PROTECT DURING

CEILING DEMOLITION

AND SCHEDULED NEW

CONSTRUCTION.

(ALT. BID)

(ALT.BID)

NEATLY CUT

EXISTING H.M.

FRAME TO RECEIVE

NEW STRIKE FROM

DEADBOLT
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FINISHED

FLOOR LINE

A

A1.3

REFER TO SECTION 10 28 00

MOUNTING DIMENSIONS

FOR TOILET FIXTURES, TOILET COMPARTMENTS, & TOILET ACCESSORIES 

SCALE: N.T.S.

*

S
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A
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F

R
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F
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C
T

I
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S
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4
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FINISHED

FLOOR LINE

13

1

2

"

C
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N
T

E
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D
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E

N
S

E
R

RIM

*
*

*

TOILET PAPER

HOLDER

42" GRAB BAR

AT SIDE WALL

36" GRAB BAR

AT REAR WALL

M
I
N

.

1
8
"

OR FACE OF TOILET PARTITION

TOP OF

H/C SEAT HEIGHT,

17" MIN.

19" MAX.

AT NON-H/C

INSTALL AT SAME

HEIGHT

PREVIOUS

TOILETS WERE

REMOVED.

3
6
"

*TOP OF

GRAB BAR

3
6
"

*TOP OF

GRAB BAR

ADA COMPLIANT

WALL-HUNG WATER

CLOSET & GRAB BARS

(SIDE ELEVATION)

ADA COMPLIANT

WALL-HUNG WATER

CLOSET & GRAB BARS

(FRONT ELEVATION)

ADA GRAB BAR

CLEARENCES

ADA COMPLIANT

WALL-HUNG

URINAL

(FRONT

ELEVATION)

ADA COMPLIANT

WALL-HUNG

URINAL

(SIDE

ELEVATION)

FACE OF 

MIN.

* FLUSH CONTROLS FOR URINALS

MUST BE OPERABLE WITH ONE

HAND AND WILL NOT REQUIRE

ANY TIGHT GRASPING, TIGHT

PINCHING, OR TWISTING OF THE

WRIST TO OPERATE.

FINISHED WALL

1 

1

2

" MIN.

CLEARANCE

BETWEEN GRAB

BAR & WALL

1 

1

2

" MIN.

CLEARANCE

BETWEEN GRAB

BAR & ANY

PROJECTED

OBJECT BELOW

12" MIN.

CLEARANCE

BETWEEN GRAB

BAR & ANY

PROJECTED

OBJECT ABOVE

1 

1

4

" MIN.

OUTSIDE

DIAM.

FACE OF 

FINISHED

PAPER TOWEL

DISPENSER

LIQUID SOAP

DISPENSER

ADA

COMPLIANT

FRAMED

MIRROR

M3

6"

MIN.

9
"

M
I
N

.

ADA TOILET

PARTITION

TOE CLEARANCE

SCHEDULED

TOILET

PARTITION

WALL OR

36" GRAB BAR

36" (CLEAR)

18"

24" MIN.

CL

12"

M
I
N

.

1
8
"

9"
CL

54"

MAX.

TOILET PAPER

HOLDER

TOILET

PARTITION

2
9
" 
(M

IN
.)

3
4
" 
(M

A
X
.)

2'-6"

CLEAR

* COVER ALL

EXPOSED PIPING

AT LAVATORY WITH

INSUL. KIT, RE:

PLUMBING SHEETS

& DIVISION 22

ada COMPLIANT

WRIST BLADE TYPE

LEVERS FOR FAUCETS

TOP OF LAVATORY OR SINK

ADA COMPLIANT

WALL-HUNG

LAVATORY

OR SINK

INT. ELEVATIONS,

60" (CLEAR) 56" (CLEAR)

CERAMIC WALL TILE

SYSTEM tcna-TR713 

WHERE EXISTING TILE WALLS

ARE IRREGULAR/SEVERELY

DAMAGED EITHER PROVIDE A

HEAVY BOND COAT TO LEVEL

OUT OR PROVIDE NEW 1/4"

TILE BACKER BOARD SECURED

TO EXISTING TILE  W/ MECH.

FASTENERS. LEVEL AS REQ'D.

NEW PORCELAIN WALL TILE

SYSTEM tnca-TR711 INSTALLED

OVER EXISTING CERAMIC WALL

TILE, SEE INTERIOR RESTROOM

ELEVATIONS

NEW LATEX PORTLAND CEMENT

BOND COAT BY SECTION  09 30 13

EXISTING STUD WALLS SHALL

REMAIN.

WHERE NEW TILE MEETS

EXISTING ADJACENT WALL/DOOR

FRAME, GROUT AND CAULK JOINT

FOR WATER TIGHT INSTALLATION

EXISTING CERAMIC WALL TILE SHALL

REMAIN, CLEAN AND PREP EXISTING

TILE SUBSTRATE AS RECOMMENDED

BY tcna SYSTEM TR712-09

E

A1.3

EXISTING TILE WITH BOND

COAT SHALL REMAIN

CERAMIC FLOOR TILE 

SYSTEM tcna-TR712 

C

A1.3

NEW PORCELAIN FLOOR TILE AS SCHEDULED,

PROVIDED BY SECTION 09 30 13. (NEW TILE

INSTALLED OVER EXISTING CERAMIC TILE FLOORING)

MORTAR BOND COAT

EXISTING CONCRETE SLAB TO REMAIN 

BONDING MATERIAL OF MAPEI KERABOND

DRYSET MORTAR MIX WITH KERALASTIC -

SEE SECTION 09 30 13

EXISTING CERAMIC FLOOR TILE WHERE

SCHEDULED, CLEAN AND PREP EXISTING TILE

SUBSTRATE AS RECOMMENDED BY tcna

SYSTEM TR712

• existing floor tile must be sound,

well-bonded, & without any structural cracks.

• remove all soap scum, wax,

coatings, oil, etc., from existing

tile surfaces. mechanical abrasion with a

carborundum disk followed by a

clear water wash is recommended method.

other cleaning methods involving

use of soapless detergents & commercial

tile cleaners may be used. any solvents & acids

should be used with care and only when

necessary because of their hazardous nature.

ALL FLOOR TILE MUST BE

THOROUGHLY RINSED AND DRY

BEFORE SETTING THE NEW TILE.

NOT TO SCALE

(THINSET)

FACE OF FINISHED WALL

OR FACE OF TOILET PARTITION

FACE OF FINISHED WALL

42" GRAB BAR

* FLUSH CONTROLS TO OPERATE FLUSHING OF

TOILET MUST BE OPERABLE WITH ONE HAND

AND WILL NOT REQUIRE ANY TIGHT GRASPING,

TIGHT PINCHING, OR TWISTING OF THE WRIST TO

OPERATE. (FORCE TO ACTIVATE OPERABLE PARTS

SHALL BE 5 POUNDS MAX.)

* *

RIM

HEIGHT,

17" AT H/C

AT NON-H/C

INSTALL AT

SAME HEIGHT

PREVIOUS

URINALS WERE

REMOVED.

RIM

SEE SPECIFICATIONS  FOR STYLE ,FINISH, & LIST OF APPROVED

MANUFACTURERS FOR  SIGNAGE TYPES SHOWN ON THIS SHEET.

 TYPICAL MOUNTING LOCATIONS

ALL LETTERS AND ADA SIGNAGE BY SPECIALTIES SECTION 10 14 23 

6
0
" 
m
a
x.

FOR ADA SIGNAGE

6"
L C 

NOTE:WHERE SIGNAGE LOCATION

SHOWN CONFLICTS WITH SIDELITE OR

WALL, PROVIDE ALTERNATE LOCATION

AS DIRECTED BY FIRE MARSHALL

LOCATION OF

ACCESSIBILITY SIGNAGE

AT ENTRANCE & EXIT

DOORS, SECURE TO

FACE OF DOOR

ALL SIGNS SHALL COMPLY WITH ADAG. WITH RAISED 1/32" CHARACTERS IN  SANS SERIF

STYLE,5/8" MIN. HEIGHT, GRADE II BRAILLE LETTERING ON A CONTRASTING BACKGROUND

WITH NON-GLARE FINISH. CHARACTER PROPORTION: LETTERS AND NUMBERS SHALL HAVE A

WIDTH TO HEIGHT RATIO BETWEEN 3:5 AND 1:1 AND A STROKE WIDTH TO HEIGHT RATIO

BETWEEN 1:5 & 1:10. PROVIDE ALL COMPONENTS FOR A COMPLETE FINISHED

INSTALLATION. PROVIDE COMPLETE SUBMITTALS AND VERIFY ALL WORDING/LOCATIONS

WITH OWNER/ARCHITECT PRIOR TO FINAL MOUNTING/INSTALLATION OF SIGNS.

F.F.

ADA SIGNAGE SYSTEMS 

LOCATION OF SIGNAGE

AS INDICATED IN

SIGNAGE SCHEDULE

F.F.

T
O
 B

A
S
E
L
IN

E
 O

F
O
F
 H

IG
H
E
S
T

6
0
" 
m
a
x.

 T
O

C
E
N
T
E
R
 O

F
D
E
C
A
L

C
H
A
R
A
C
T
E
R

NOTE: SECURELY MOUNT ALL SIGNAGE TO

WALL WITH ADHESIVE AND SCREWS USING

CONCEALED MOUNTING METHOD.

(USE ADHESIVE ONLY WHERE SIGNAGE IS

SECURED AT FIRE WALLS FASTENERS NOT

ALLOWED AT THESE WALLS)

NOT TO SCALE

(1) REQUIRED 8" X 8" SIGN

AT WOMEN'S ada ACCESSIBLE

RESTROOM 103 - SECURE ON

INTERIOR WALL ADJACENT

TO RESTROOM DOOR 103 ON

HALL/CORRIDOR SIDE OF

DOOR. SEE ENLARGED FLOOR

PLAN F/A1.3 & MOUNTING

DETAIL THIS SHEET

NOTE: SIGN SUPPLIER SHALL MEET WITH OWNER'S REPRESENTATIVE AND

CONFIRM ALL INTERIOR SIGNAGE WORDING/SPELLING/ NUMBERING PRIOR

TO SUBMITTING SIGNAGE SHOP DRAWINGS TO ARCHITECT FOR APPROVAL

1

A1.3

WOMEN

EMPLOYEE RESTROOM

MEN

EMPLOYEE RESTROOM

(4) REQUIRED 6" X 12" SIGN

AT MEN'S EMPLOYEE

RESTROOM - SECURE TO FACE

OF EACH RESTROOM DOOR ON

HALL/CORRIDOR SIDE OF

DOOR, SEE MOUNTING

DETAIL THIS SHEET

(APPLIES TO 1ST,2ND, & 3RD

FLOOR EMPLOYEE RESTROOMS)

ALL LETTERS AND SIGNAGE  BY SPECIALTIES 

CUSTOM DOOR SIGNAGE

SECTION 10 14 23

(4) REQUIRED 6" X 12" SIGN

AT WOMEN'S EMPLOYEE

RESTROOM - SECURE TO FACE

OF EACH RESTROOM DOOR ON

HALL/CORRIDOR SIDE OF

DOOR, SEE MOUNTING

DETAIL THIS SHEET

(APPLIES TO 1ST,2ND, & 3RD

FLOOR EMPLOYEE RESTROOMS)

CERAMIC FLOOR TILE 

SYSTEM tcna-F122

B

A1.3 NOT TO SCALE

EXISTING CONC. SLAB - SEE STRUCT. SHEETS

SHEET BY SECTION 09 30 13

WATER-PROOF CRACK SUPPRESSION MEMBRANE 

MORTAR BOND COAT

NEW PORCELAIN FLOOR TILE AS SCHEDULED,

PROVIDED BY SECTION 09 30 13. (NEW FLOOR

TILE TO BE INSTALLED ON EXISTING CONC. SLAB)

• existing slab must be

clean of all remaining

grout/adhesives from previous

floor finishes. slab must be

sound, well-bonded, &

without any structural cracks.

(THINSET)

*THIS DETAIL APPLIES TO

AREAS 103 AND 104 ONLY

THRESHOLD TRANSITION

SYSTEM tcna-TR6111

NOT TO SCALE

CERAMIC TILE

BOND COAT

NOTE: THRESHOLD

NOT TO EXCEED 1/2"

TOTAL HEIGHT

BOUND COAT

ADJACENT FLOORING

MARBLE THRESHOLD

F

A1.3

NEW OVERHEAD BRACED TOILET PARTITIONS

82" IN HEIGHT, RE: SECTION 10 21 13 IN

SPECIFICATIONS.

NEW 24" DEEP URINAL PRIVACY SCREENS, RE:

SECTION 10 21 13 IN SPECIFICATIONS

NEW WALL MOUNTED PLUMBING FIXTURES BY

DIV.22. (NEW FIXTURES ARE TO BE INSTALLED

AS CLOSE AS POSSIBLE TO LOCATIONS WHERE

OLD FIXTURES WERE REMOVED, SEE PLUMBING

SHEETS FOR NEW FIXTURES AND EXTENT OF

NEW UTILITY WORK REQUIRED.)

EXISTING CERAMIC WALL TILE INCLUDING

DRYWALL SUBSTRATE SHALL BE REMOVED UP

TO 4'-0" HEIGHT, (APPROX. 11 COURSES OF

EXISTING WALL TILE) AT FIXTURE WALLS IN

EACH RESTROOM TO FACILITATE THE

INSTALLATION OF NEW SCHEDULED PLUMBING

FIXTURES & ASSOCIATED UTILITY WORK.

PATCH THIS PORTION OF WALL WITH NEW

SCH. PORCELAIN WALL TILE BY SECTION

09 30 13 OVER 

5

8

" TILE BACKER BOARD BY

SECTION 09 21 16 THAT IS SECURED TO

EXISTING WALL STUDS.

PATCH/REPAIR ALL WALL TILE WHERE

DAMAGED DUE TO THE REMOVAL OF EXISTING

TOILET ACCESSORIES, TOILET PARTITIONS,

PLUMBING FIXTURES, CEILING TILE GRID,

M.E.P. ITEMS, ETC......  ALL EXISTING WALL

TILE ON WALLS OF THIS RESTROOM SHALL BE

OVERLAID WITH NEW 12" X 24" PORCELAIN

WALL TILE BY SECTION 09 30 13 FULL HEIGHT

OF WALL. (CONTRACTOR SHALL FIELD VERIFY

CURRENT EXISTING WALL TILE CONDITIONS

PRIOR TO BIDS & DETERMINE APPROPRIATE

STRUCTURALLY SOUND BONDING METHOD TO

USE FOR PROPER/SOUND ADHESION OF NEW

PORCELAIN TILE TO EXISTING WALL TILE)

NEW TOILET ACCESSORIES & GRAB BARS

BY SECTION 10 28 00. SEE TOILET ACCESSORY

LEGEND & ENLARGED FLOOR PLANS ON SHEET

A1.2 FOR EXTENT OF NEW TOILET

ACCESSORIES/GRAB BARS THAT ARE TO BE

PROVIDED. (LOCATIONS AND HEIGHTS OF

ACCESSORIES IN NON-H/C  RESTROOMS ARE

TO BE VERIFIED WITH ARCHITECT/OWNER

PRIOR TO INSTALLATION)

AT ROOM SIDE OF PLUMBING CHASE, WALL

TO RECEIVE NEW 12" X 24" PORCELAIN WALL

TILE OVER NEW TILE BACKER-BOARD

SECURED TO EXISTING WALL STUDS.

NEW VANITY WITH PLASTIC LAMINATE

COUNTER-TOP BY SECTION 06 41 00.

AT ALL NON-H/C RESTROOMS PROVIDE

PRODUCT EQUAL TO SINK BASE CABINET

B2100 33 X 21 X 36 BY "CASE SYSTEMS".

AT ALL H/C RESTROOMS PROVIDE PRODUCT

EQUAL TO ADA COMPLIANT VANITY CABINET

D1000 34 X 24 X 36 WITH PLASTIC LAMINATE

COUNTER-TOP BY  "CASE SYSTEMS"

(ALL CABINETS SHALL RECEIVE A

COUNTER-TOP CONSISTING OF PLASTIC LAM.

OVER 3/4" A-C PLYWOOD AS COUNTER-TOP.)

REFER TO DOOR SCHEDULE AND HARDWARE

SCHEDULE ON SHEET A1.2 FOR EXTENT OF

NEW WORK REQUIRED AT EXISTING DOORS.

SEE ENLARGED FLOOR PLANS & PLAN

REFERENCE NOTE NO.5 ON SHEET A1.2 FOR

EXTENT OF WORK AT EXISTING RECESSED

PAPER TOWEL DISPENSERS

2

1

3

4

5

6

7

8

G

A1.3

RESTROOM ELEV.

AREA 101 - (east wall)

1

3

5

I

A1.3

RESTROOM ELEV.

AREA 102 - (west wall)

1

3

2

SD

TPTP

7

M1

H

A1.3

RESTROOM ELEV.

AREA 103

J

A1.3

RESTROOM ELEV.

AREA 104

1

7

SD

PT

3

K

A1.3

RESTROOM ELEV.

PT

3

TP
36"
GB

3

2
'
-
1
0
"

1

7

SD
PT2

1

TP
36"
GB

?

2

3
'
-
0
"

5

MOUNTING DIMENSIONS,

PT

SD

4a

8

2

3

M

A1.3

RESTROOM ELEV.

AREA 106 - (south wall)  

5

5

ALL RESTROOM ELEVATIONS THIS SHEET

ARE DRAWN AT 

1

4

" = 1'-0" U.O.N.

INTERIOR ELEVATION

REFERENCE NOTES

60" A.F.F. TO

BOTTOM OF

SIGN

MIRROR M2 AS

SCHEDULED, MOUNT

BOTTOM OF MIRROR

AT BOTTOM OF

TOILET PARTITION

9

9
3

1

3

4
'
-
0
"

*

4a

*

4a

4

demo

&

4
'
-
0
"

4

demo &

replace

*

4a

*

4a

4
'
-
0
"

4

demo &

replace

*

4a

*

4a

AREAS 206 & 306 SIM.

(1) REQUIRED 8" X 8" SIGN

AT MEN'S ada ACCESSIBLE

RESTROOM 104 - SECURE ON

INTERIOR WALL ADJACENT

TO RESTROOM DOOR 104 ON

HALL/CORRIDOR SIDE OF

DOOR. SEE ENLARGED FLOOR

PLAN F/A1.3 & MOUNTING

DETAIL THIS SHEET

AREA 105 - (west wall)  

AREAS 205 & 305 SIM.

L

A1.3

RESTROOM ELEV.

AREA 106 - (east wall)  

AREAS 206 & 306 SIM.

*

4a

4
'
-
0
"

replace

4

demo

&

replace

2'-6"

CLEAR

9"

MAX.

2
9
" 
(M

IN
.)

REMOVABLE

PANEL TO

CONCEAL ALL

PLUMBING

PIPING/LINES

MIN.

UNDER-MOUNT

LAVATORY IN

VANITY

ada COMPLIANT

LAVATORY

WITH WRIST

BLADE TYPE

LEVERS FOR

FAUCETS

C
O
U
N
T
E
R
 O

R
R
IM

 O
F
 S

IN
K

**LAVATORY - 34" MAX. HEIGHT TO TOP RIM

OF SINK.  ADJUST HEIGHT OF END PANELS &

COUNTER-TOP AS REQUIRED TO MAINTAIN A

MAX. 34"  HEIGHT FOR LAVATORY.

**
3
4
" 
(M

A
X
.)

CERAMIC WALL TILE

SYSTEM tcna W243

D

A1.3

(THIN SET)

NOT TO SCALE

LATEX PORTLAND

CEMENT BOND

COAT BY SECTION

09 30 13

EXISTING WALL STUDS

SHALL REMAIN

INSTALL SCH. PORCELAIN

WALL TILE  OVER 5/8"

MOISTURE/MOLD

RESISTANT BOARD OVER

EXISTING STUDS

PORCELAIN WALL

TILE SYSTEM tca

W243, SEE SECTION

09 30 13.

(TILE CONTRACTOR SHALL

FIELD VERIFY CURRENT

WALL TILE CONDITIONS

PRIOR TO BIDS &

DETERMINE APPROPRIATE

STRUCTURALLY SOUND

BONDING METHOD TO USE

FOR PROPER/SOUND

ADHESION OF NEW TILE

TO EXISTING TILE)

(APPLIES TO AREAS 103 & 104)

(THIN SET)

NOT TO SCALE

4
'
-
0
"

4

demo &

replace

*

4a

5

*

4a

4

demo

&

4
'
-
0
"

replace

*

4a
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M1M1 M2
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NOTES & DETAILS

 ENLARGED

LOH

DEMO PLANS,

MEP1.1

S
H

E
E
T
 
S
I
Z
E
:
 
2
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X
 
3
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S
C
A
L
E
:
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4
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RESTROOM PLANS,

ALL WORK SHALL COMPLY WITH 2021

INTERNATIONAL PLUMBING CODE

DESCRIPTIONSYMBOL

PLUMBING  SYMBOL  SCHEDULE 

(COUNTER-TOP)

L-1

COUNTERTOP LAVATORY: ZURN Z5810 SELF RIMMING COUNTER-TOP LAVATORY WITH

Z5814 4" CENTER FAUCET HOLES. PROVIDE  Z81104-XL-3M-P LAVATORY FAUCET WITH

CHROME FINISH. 3/8" ANGLE SUPPLIES, OFFSET GRID DRAIN, AND 1 1/4" P-TRAP.

LAVATORY SHALL BE LOCATED AND INSTALLED AS CLOSE AS POSSIBLE TO ORIGINAL

LOCATION WHERE PREVIOUS FIXTURE WAS REMOVED FROM.

L-3

WALL HUNG LAVATORY: ZURN MODEL NO. Z5314 WALL HUNG VITREOUS CHINA

LAVATORY WITH Z81104-XL-3M-P LAVATORY FAUCET WITH CHROME FINISH. 3/8" ANGLE

SUPPLIES, OFFSET GRID DRAIN, AND 1 1/4" P-TRAP. LAVATORY SHALL BE LOCATED AND

INSTALLED AS CLOSE AS POSSIBLE TO ORIGINAL LOCATION WHERE PREVIOUS FIXTURE

WAS REMOVED FROM.

(WALL MOUNT)

UR-1

AMERICAN STANDARD "WASHBROOK" MODEL NO.6590.001 TOP SPUD

URINAL WITH CARRIER, BEEHIVE STRAINER, & SLOAN "REGAL" 186-1 FLUSH VALVE. URINALS

ARE TO BE RE-INSTALLED IN SAME LOCATIONS WHERE PREVIOUS URINALS WERE REMOVED.

(WALL MOUNT)

WC-1

(WALL MOUNT)

WC-2

(H/C)

ENLARGED PLUMBING PLAN    

AT AREAS 101 & 102 

A

MEP1.1

REF. NORTH

NOTE: CONNECT ANY NEW WATER/ SEWER LINES TO EXISTING.

REPLACE EXISTING WATER/SEWER LINES AS NECESSARY TO

PROVIDE A COMPLETE FUNCTIONING INSTALLATION. PATCH ALL

EXISTING CONS. WHERE DAMAGED DUE TO NEW PLUMBING

WORK. SITE VERIFY EXACT LOCATION OF EXISTING LINES &

FIXTURES PRIOR TO CONSTRUCTION. REFER TO ENLARGED

DEMOLITION PLANS ON SHEET A1.2 FOR EXISTING FIXTURE

LOCATIONS AND SITE VERIFY THESE LOCATIONS AND VISIBLE

CURRENT CONDITIONS PRIOR TO BIDS.

THE FOLLOWING PRODUCT MANUFACTURERS ARE

APPROVED EQUALS FOR PRODUCTS INDICATED

ABOVE PENDING SHOP DRAWING SUBMITTAL:

CRANE, JAY R. SMITH, OASIS, A.O.SMITH,  DELTA,

JOSAM, ZURN, ACORN, CHRONOMITE, MANSFIELD,

FLORESTONE,  GWH, WILKINS, STERN WILLIAMS,

MI-FAB, OATEY, FIAT.

APPROVED EQUALS

ENLARGED PLUMBING PLAN AT   

AREAS 105 & 106-1st FLOOR

B

MEP1.1

REF. NORTH

AREAS 205,305,206,&306 SIM.)

(2nd & 3rd FLOORS)

WC-1WC-1

WC-1WC-1

REPLACE EXISTING WALL-HUNG WATER CLOSETS

WITH NEW FIXTURES BY DIV.22 IN SAME LOCATIONS

(U.O.N.). CONNECT ALL WATER CLOSETS TO EXISTING

PIPING TYPICAL. REMOVE EXISTING WALL INCLUDING

CERAMIC WALL TILE UP TO 4' HEIGHT. REMOVE

EXISTING AND PROVIDE NEW

VALVES,TRIM,FITTINGS,FLANGE,CARRIER,FERNCO

FITTINGS/COUPLINGS,PVC PIPING, ETC.... FOR  EACH

NEW FIXTURE AS REQUIRED FOR A  COMPLETE

FUNCTIONING INSTALLATION

REPLACE EXISTING WALL-HUNG LAVATORIES WITH

NEW FIXTURES BY DIV.22 IN SAME LOCATIONS

(U.O.N.). CONNECT ALL LAVATORIES TO EXISTING

PIPING TYPICAL. REMOVE EXISTING WALL INCLUDING

CERAMIC WALL TILE UP TO 4' HEIGHT. REMOVE

EXISTING  AND PROVIDE NEW

VALVES,TRIM,FITTINGS,WALL  MOUNT

BRACKETS/SOLID WALL BLOCKING,

FERNCOFITTINGS/COUPLINGS, P-TRAP, PIPING,

ETC....  FOR EACH NEW FIXTURE  AS REQUIRED FOR

A COMPLETE FUNCTIONING INSTALLATION

REPLACE EXISTING COUNTER-TOP MOUNTED

LAVATORIES WITH NEW FIXTURES BY DIV.22 IN

SAME LOCATIONS (U.O.N.). CONNECT ALL

LAVATORIES TO EXISTING PIPING TYPICAL. REMOVE

EXISTING WALL INCLUDING CERAMIC WALL TILE UP

TO 4' HEIGHT. PROVIDE NEW CLIPS,

VALVES,TRIM,FITTINGS,WALL MOUNT BRACKETS

,FERNCO FITTINGS/COUPLINGS, P-TRAP, PIPING,

ETC....  FOR EACH NEW FIXTURE AS REQUIRED FOR A

COMPLETE FUNCTIONING INSTALLATION

P1

PLUMBING PLAN REFERENCE NOTES

P1

(4)

P2

P2

P3

P4

L-1

105

205 SIM.

305 SIM.

RESTROOM

WOMEN'S

106

206 SIM.

306 SIM.

RESTROOM

MEN'S

108

208 SIM.

308 SIM.

JANITOR

P5

P4

P5

LINE-TYPE SHOWN

INDICATES WALL AND DOOR

CONDITIONS AT 2nd AND

3rd FLOORS. (THESE FLOORS

HAVE A RECESSED ALCOVE

IN CORRIDOR FOR D.F.)

2nd AND 3rd FLOORS HAVE

A RECESSED ALCOVE IN

CORRIDOR FOR D.F. AND A

CLEAN-OUT LOCATED

BELOW THE D.F. THESE

SHALL REMAIN.

P6

P6

P6

L-3

UR-1

UR-1

FD

FD

ENLARGED PLUMBING PLAN AT   

AREAS 103 & 104

C

MEP1.1

REF. NORTH

P5

UR-2

P1

P1

P1

(3)

WC-1

WC-1WC-1

UR-1

P5

P4

(WALL MOUNT)

101

RESTROOM

WOMEN'S

102

RESTROOM

MEN'S

107

JANITOR

FD

FD

P6

P6

P2

P3

EXISTING JANITOR SINK SHALL BE CLEANED

AND MADE FULLY OPERABLE. SNAKE/AUGER

OUT EXISTING CLOGGED UP LINES AND PROVIDE

ANY NEW FITTINGS, P-TRAP, PIPING, ETC......

AS REQUIRED FOR A COMPLETE &

FUNCTIONING SINK FAUCET TO REMAIN.

REPLACE EXISTING WALL-HUNG URINALS WITH

NEW FIXTURES BY DIV.22 IN SAME LOCATIONS

(U.O.N.). CONNECT ALL URINALS TO EXISTING

PIPING TYPICAL, EXTEND & OR MODIFY

EXISTING WASTE/WATER LINES AS REQUIRED.

REMOVE EXISTING WALL INCLUDING CERAMIC

WALL TILE UP TO 4' HEIGHT. REMOVE

EXISTING AND PROVIDE NEW

VALVES,TRIM,FITTINGS,CARRIER,FERNCO

FITTINGS/COUPLINGS,P-TRAP, PVC PIPING,

ETC....  FOR EACH NEW FIXTURE AS REQUIRED

FOR A COMPLETE FUNCTIONING INSTALLATION

REMOVE EXISTING FLOOR DRAIN AND REPLACE

WITH NEW AS SCHEDULED. CONNECT NEW

DRAIN TO EXISTING PIPING, EXTEND AND OR

MODIFY EXISTING SEWER LINE AS REQUIRED

FOR NEW SCHEDULED TILE FLOOR OVERLAY.

PROVIDE NEW TRIM, FITTINGS, PVC PIPING,

ETC..... FOR A FUNCTIONING INSTALLATION.

PLUMBING SCHEDULE NOTES:

1. SEE DIVISION 15 IN SPECIFICATIONS.

2. ALL ABOVE FIXTURES SHALL BE WHITE FINISH UNLESS OTHERWISE NOTED. ALL NEW FIXTURES SHALL BE

INSTALLED COMPLETE WITH ALL HARDWARE, FAUCETS, VALVES, TRIM, AND PARTS AS NECESSARY FOR A

COMPLETE FUNCTIONAL/OPERATIONAL SYSTEM.

3. AT ALL WALL MOUNTED LAVATORIES NOTED IN SCHEDULE PROVIDE 1/8" THICK VINYL INSULATION KIT

AROUND ALL EXPOSED DRAIN AND SUPPLY LINES. "LAV GUARD" BY TRUEBRO OR APPROVED EQUAL.

4. DESIGN INTENT IS FOR ALL PLUMBING FIXTURES BY SAME MANUF. AND ALL FAUCETS BY SAME MANUF.

FOR EASE OF MAINTENANCE.

5. MANUFACTURER NUMBERS LISTED IN ABOVE SCHEDULE ARE USED TO ESTABLISH QUALITY, STYLE,

& COLOR DESIRED.

6. CONCEALED ARM FLOOR MOUNTED CARRIER FOR URINALS BASED ON ZURN Z-1221, J.R. SMITH 636, OR

APPROVED EQUAL. PROVIDE COMPLETE SUPPORT SYSTEM WITH TOP SUPPORT PLATE & FASTENERS. CONCEALED

ARM CARRIER FOR LAVATORIES BASED ON ZURN Z-1231, J.R. SMITH 700, OR APPROVED EQUAL. PROVIDE

COMPLETE SUPPORT SYSTEM WITH CONCEALED ARMS, STEEL SLEEVES, & FASTENERS.

ALL PLUMBING FIXTURES IN AREAS 103 & 104

SHALL BE ADA COMPLIANT AND SHALL BE

MOUNTED AT APPROPRIATE HEIGHT REQUIRED

FOR HANDICAPPED USE. SEE MOUNTING

DIMENSION DETAIL A/A1.3

WATER CLOSET (WALL-HUNG): AMERICAN STANDARD "AFWALL" H/C ACCESSIBLE

RETROFIT MODEL NO. 2294.011EC TOP SPUD TOILET WITH CARRIER. MANUAL FLUSH VALVE:

AMERICAN STANDARD #6047.121.002 (TOP SPUD), AMERICAN STANDARD 736046-100

ROUGH-IN KIT, & AMERICAN STANDARD #5905.110 OPEN PLASTIC SEAT

WATER CLOSET (WALL-HUNG): AMERICAN STANDARD "AFWALL"  MODEL NO. 2294.011EC

TOP SPUD TOILET WITH CARRIER. MANUAL FLUSH VALVE: AMERICAN STANDARD #6047.121.002

 (TOP SPUD) & AMERICAN STANDARD #5905.110 OPEN PLASTIC SEAT. TOILETS ARE TO

BE RE-INSTALLED IN SAME LOCATIONS WHERE PREVIOUS TOILETS WERE REMOVED.

total

total

P3

(WALL MOUNT)

UR-1

AMERICAN STANDARD "WASHBROOK" H/C ACCESSIBLE MODEL NO.6590.001 TOP SPUD

URINAL WITH CARRIER, BEEHIVE STRAINER, & SLOAN "REGAL" 186-1 FLUSH VALVE.

 LOCATE  RIM 17" MAX. A.F.F. FOR ADA ACCESSIBILITY
(H/C)

WC-2

WC-2

(COUNTER-TOP)

L-2

COUNTERTOP LAVATORY: ZURN Z5810 SELF RIMMING COUNTER-TOP LAVATORY

WITH Z5814 4" CENTER FAUCET HOLES. PROVIDE  H/C ACCESSIBLE Z81104-XL-3M-P

LAVATORY FAUCET WITH CHROME FINISH. 3/8" ANGLE SUPPLIES, OFFSET GRID

DRAIN, AND 1 1/4" P-TRAP. TOP OF SINK NO MORE THAN 34" A.F.F. (PROVIDE THE

FOLLOWING ADA COMPLIANT PIPING COVERS "MAINLINE" ML102EZ ONE P-TRAP

COVER, TWO ANGLE VALVE AND SUPPLY COVERS & ML105EZ ONE 5" OFFSET

WHEELCHAIR STRAINER COVER)

(H/C)

L-2

P3

L-3

L-1

L-4

WALL HUNG LAVATORY: ZURN MODEL NO. Z5314 WALL HUNG VITREOUS CHINA LAVATORY

WITH H/C ACCESSIBLE Z81104-XL-3M-P LAVATORY FAUCET WITH CHROME FINISH. 3/8"

ANGLE SUPPLIES, OFFSET GRID DRAIN, BRACKETS, BLOCKING, AND 1 1/4" P-TRAP. TOP OF

SINK  INSTALLED NO MORE THAN 34" A.F.F. (PROVIDE THE FOLLOWING ADA COMPLIANT

PIPING COVERS "MAINLINE" ML102EZ ONE P-TRAP COVER, TWO ANGLE VALVE AND

SUPPLY COVERS & ML105EZ ONE 5" OFFSET WHEELCHAIR STRAINER COVER)

L-4

(WALL MOUNT)

(H/C)

P2

L-2

REF. NOTES

LIGHT FIXTURE SCHEDULE

BULBMARK
DESCRIPTION - PRODUCT EQUAL TO

L-2 1-33 W 1,2
H.E. WILLIAMS BP-24-LS/8CS-QS-DIM-UNV (2X4 LAY IN GRID)

GENERAL NOTES:

REFERENCE NOTES:

LIGHT FIXTURES SHALL BE PROVIDED WITH BATTERY BACK-UP PACKS FOR EMERGENCY USE WHERE INDICATED ON

THE LIGHTING PLAN BY

LIGHT BULBS TO BE LED TYPE - 3000K

1.FIXTURE SHALL BE U.L. APPROVED FOR USE AS RACEWAY FOR THROUGH WIRING, FIXTURE-TO-FIXTURE.

2.PROVIDE CONCEALED BATTERY BACKUP WITH 90 MINUTE DURATION FOR EMERGENCY LIGHTING IN POWER FAILURE.

L-1 1-33 W 1,2
H.E. WILLIAMS BP-14-LS/8CS-QS-DIM-UNV (2X4 LAY IN GRID)

S

T

ENLARGED MECH./ELEC. PLAN    

AT AREAS 101 & 102 

A

MEP1.1

REF. NORTH

S

101

RESTROOM

WOMEN'S

102

RESTROOM

MEN'S

107

JANITOR

APPROXIMATE LOCATIONS OF SUPPLY AND OR

RETURN AIR CEILING GRILLES ARE SHOWN. NEW

CEILING GRILLES ARE TO BE INSTALLED IN

PREVIOUS LOCATIONS WHERE EXISTING WERE

REMOVED. PROVIDE PRODUCTS EQUAL TO

PRICE MODEL AMD ALUMINUM MODULAR 4-WAY

LOUVERED CEILING DIFFUSER & PRICE MODEL

ALUMINUM R/A GRILLE CEILING MOUNTED,

WITHOUT FILTERS.

APPROXIMATE LOCATION OF EXISTING

THERMOSTAT. THERMOSTAT TO BE REMOVED

AND RE-INSTALLED ONCE CERAMIC WALL TILE

OVERLAY WORK HAS BEEN COMPLETED.

AT THIRD FLOOR RESTROOMS 305 AND 306

EXISTING MINI-SPLIT CEILING CASSETTE SHALL

BE RE-INSTALLED IN NEW SUSPENDED

ACOUSTIC CEILING SCH. FOR THIS AREA.

M1

MECHANICAL/ELECTRICAL PLAN REFERENCE NOTES

M2

E1

E2

APPROXIMATE LOCATION OF LIGHT SWITCH FOR

ROOM IS SHOWN. REMOVE AND REPLACE

SWITCH WITH PRODUCT EQUAL TO WHITE

DECORA STYLE WITH COVER PLATE. (SITE

VERIFY LOCATION AND EXISTING CONDITIONS)

NEW LAY-IN LIGHTING FIXTURES AS SCHEDULED

INSTALLED IN ACOUSTIC CEILING TILE SHOWN.

(RE-CONNECT NEW FIXTURES TO EXISTING

SWITCH & LIGHTING CIRCUIT THIS AREA.)

NEW EXHAUST FAN GRILLE TO BE INSTALLED IN

NEW

S

S

ENLARGED MECH./ELEC. PLAN AT   

AREAS 105 & 106-1st FLOOR

B

MEP1.1

REF. NORTH

AREAS 205,305,206,&306 SIM.)

(2nd & 3rd FLOORS)

ENLARGED MECH./ELEC. PLAN AT   

AREAS 103 & 104

C

MEP1.1

REF. NORTH

L-1

L-1

L-1 L-1

M1

(4)

total

NEW 2'X4' ACOUSTIC

CEILING TILE AND GRID IN

EACH RESTROOM BY

SECTION 09 51 13

M2

E1

E1

E2

(4)

total

NEW 2'X4' ACOUSTIC

CEILING TILE AND GRID IN

EACH RESTROOM BY

SECTION 09 51 13

106

206 SIM.

306 SIM.

RESTROOM

MEN'S

108

208 SIM.

308 SIM.

JANITOR

105

205 SIM.

305 SIM.

RESTROOM

WOMEN'S

L-1 L-1

L-1

L-1

E2

(4)

total

E2

103

RESTROOM

WOMEN'S

104

RESTROOM

MEN'S

103

RESTROOM

WOMEN'S

104

RESTROOM

MEN'S

E1

E1

NEW 2'X4' ACOUSTIC

CEILING TILE AND GRID IN

EACH RESTROOM BY

SECTION 09 51 13

L-1

L-1

L-1 L-1

E2

E2

(2)

total

(2)

total

E3

E3

E2

M1

M1

M3

M3

M3

FD

FD

· ALL NOTES ON ALL E-SHEETS APPLY TO ALL CONSTRUCTION.

· PROVIDE CIRCUITS TO ALL NEW EQUIPMENT SHOWN ON THIS SHEET.

· ALL ELECTRICAL WORK SHALL COMPLY WITH LATEST ADOPTED  NFPA 70 (NEC).

· THE CONTRACTOR SHALL PROVIDE ALL LABOR AND MATERIAL NECESSARY FOR A

COMPLETE FIXTURE/EQUIPMENT REPLACEMENT.

· MATERIALS AND INSTALLATION SHALL COMPLY WITH ALL CODE, LAWS AND ORDINANCES

OF FEDERAL, STATE AND LOCAL GOVERNING BODIES, HAVING JURISDICTION, INCLUDING

BUT NOT LIMITED TO THE ADOPTED EDITIONS OF NFPA 101, NFPA 70 (NEC), NFPA 72 AND

NFPA 90.

· THE CONTRACTOR SHALL COORDINATE WITH MECHANICAL AND PLUMBING DRAWINGS,

AND ADVISE THE ARCHITECT OF ANY DISCREPANCIES OR CONFLICTS, PRIOR TO

BEGINNING WORK.

· WHERE CONDUIT PENETRATES FIRE WALLS, PROVIDE NFPA/U.L. APPROVED

FIRE-STOPPING SEALANT SYSTEM W/ SLEEVE THRU WALL.  ALL ELECTRICAL

RECEPTACLES/SWITCHES IN RATED WALLS SHALL BE FIRE RATED TO MATCH RATING OF

WALL.

· REFER TO ALL PORTIONS OF THE PROJECT SPECIFICATIONS/MANUAL.

ELECTRICAL NOTES (ONE FOR ONE REPLACEMENT) 

1 ALL WORK SHALL BE PERFORMED IN ACCORDANCE WITH THE LATEST

EDITIONS OF ALL RULES, REGULATIONS AND CODES OF THE STATE OF

LOUISIANA AND JURISDICTIONAL REQUIREMENTS, INCLUDING, BUT NOT

LIMITED TO:  INTERNATIONAL MECHANICAL CODE, INTERNATIONAL

RESIDENTIAL CODE, NFPA 101 AND NFPA 90A.  ALL DUCT WORK  FABRICATION

& INSTALLATION SHALL COMPLY WITH THE LATEST EDITION OF SMACNA.

2 THE MECHANICAL DRAWINGS INDICATE THE GENERAL DESIGN AND

ARRANGEMENT OF LINES, EQUIPMENT, SYSTEM, ETC. INFORMATION SHOWN

IS DIAGRAMMATIC IN CHARACTER AND DOES NOT INDICATE EVERY

REQUIRED OFFSET, EXTRACTOR, DAMPER, ETC.  DO NOT SCALE FOR

DIMENSIONS.

3 THE CONTRACTOR IS RESPONSIBLE FOR COORDINATING ALL WORK TO BE

PERFORMED BY THE MECHANICAL CONTRACTOR WITH ALL OTHER TRADES.

REFER TO THE ELECTRICAL SHEETS FOR EXHAUST FANS/VENTS, WHICH

REQUIRE DUCTWORK AND MAY NOT BE INDICATED ON THE MECHANICAL

SHEETS.

4 THE CONTRACTOR IS RESPONSIBLE FOR VERIFYING ALL FIELD CONDITIONS,

PRIOR TO THE PURCHASE OF ANY MATERIALS AND/OR COMMENCEMENT OF

ANY WORK AND SHALL NOTIFY THE ARCHITECT OF ANY DISCREPANCIES FOR

RESOLUTION.

5 SEE SPECIFICATIONS FOR ADDITIONAL INFORMATION.

6 CLEAN ALL EXISTING DUCTWORK, GRILLES, REGISTERS, ETC.

MECHANICAL NOTES

3rd

flr

3rd

flr

P6

P6

FD

FLOOR DRAIN: WADE MODEL NO. W-1103NH CAST IRON BODY WITH

3" X 3" SQUARE SATIN BRONZE STRAINER, TRAP PRIMER. CONNECT TO EXISTING

SEWER LINE.

LAND 3 ARCHITECT IS THE ORIGINAL ARCHITECT

ON THIS BUILDING AND HAS ORIGINAL PLANS.

INCIDENTAL ENGINEERING INCLUDES ONE FOR

ONE REPLACEMENT OF PLUMBING FIXTURES AND

LIGHT FIXTURES NORMALLY REPLACED BY

OWNER.

NO MODIFICATIONS ARE MADE TO EXISTING

SYSTEMS THAT REQUIRE ENGINEERING

CALCULATIONS.

(ALT. BID)

(ALT. BID)

L-2

L-2

L-2

L-2

L-2
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